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Abstract 


Active  perception  strategies  are  necessary  for  goal-driven  allocation  of  available  resources  to  im¬ 
prove  relevant  information  acquisition  and  optimize  overall  system  performance.  In  addition  to  be¬ 
ing  both  goal  and  data  driven,  these  strategies  must  also  account  for  the  fact  that  information 
acquisition  is  inherently  a  partially  observable  Markov  decision  problem.  This  report  describes  an 
efficient,  scalable  reinforcement  learning  approach  to  the  control  of  autonomous  active  vision 
which  also  satisfies  the  more  stringent  requirements  of  foveal  machine  vision.  Foveal  vision  offers 
images  with  both  wide  field-of-view,  useful  for  rapid  detection,  and  a  high  acuity  zone,  useful  for 
accurate  recognition,  without  the  overhead  and  errors  inherent  in  dynamic  registration  of  data  from 
multiple  sensors.  However,  space-variant  data  acquisition  inherent  with  foveal  retinotopologies 
necessitates  deployment  of  refined  intelligent  gaze  control  techniques.  This  report  first  lays  a  the¬ 
oretical  foundation  for  reinforcement  learning.  It  then  introduces  the  SARS  A  algorithm  in  conjunc¬ 
tion  with  history  augmentation  as  an  effective  learning  control  method  for  visual  attention.  A 
general  and  flexible  algorithm  utilizing  recurrent  neural  nets  to  learn  relevant  history  features  is 
developed  and  demonstrated  in  the  context  of  a  small  (token)  gaze  control  simulation.  For  high¬ 
dimensional  world  states,  the  simultaneous  learning  of  history  features  and  reinforcement  signals 
may  require  unacceptably  long  training  exposures  before  the  learned  behaviors  become  effective. 
A  modification  of  the  basic  algorithm  in  which  performance-adaptive  feature  learning  is  replaced 
by  fixed  features  is  next  shown  to  define  a  simplified  reinforcement  learning  scheme  which  per¬ 
forms  effectively  in  simulated  gaze  control  problems  scaled  to  practical  dimensions.  The  system  is 
shown  to  perform  well  in  both  high  and  low  SNR  ATR  environments.  Since  commercially  feasible 
gaze  control  requires  extensive  generalization  power,  the  report  concludes  with  a  description  of 
several  numerical  experiments  designed  to  evaluate  the  relative  efficiency  of  various  reinforce¬ 
ment  learning  algorithms  and  techniques  for  input  generalization,  using  both  prediction  and  control 
problems.  Reinforcement  learning  coupled  with  history  features  appears  to  be  both  a  sound  foun¬ 
dation  and  a  practical  scalable  base  for  gaze  control. 
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Section  1:  Introduction 


Control  systems  for  autonomous  or  semi-autonomous  platforms  must  maintain  closed-loop  system 
integrity  and  performance  over  a  wide  range  of  operating  conditions.  This  objective  can  be  difficult 
to  achieve  due  to  the  complexity  of  both  the  plant  and  the  performance  objectives,  the  presence  of 
uncertainty,  and  most  of  all  limited  a  priori  model  information.  In  the  design  of  control  strategies 
for  active  perception,  that  is,  the  performance-adaptive  choice  of  future  observations  in  light  of 
current  goals,  needs  and  knowledge  state,  typically  all  of  these  complications  must  be  considered. 
Under  such  conditions,  it  is  very  difficult  or  even  impossible  to  design  a  fixed  control  policy  that 
meets  the  desired  performance  specifications.  From  a  control-theoretic  standpoint,  these  difficul¬ 
ties  may  result  from  nonlinear  or  time-varying  behavior,  poorly  modeled  environment  and  plant 
dynamics,  high  dimensionality,  multiple  inputs  and  outputs,  complex  objective  functions,  con¬ 
straints,  and  the  possibility  of  actuator  or  sensor  failures.  Each  of  these  effects,  if  present,  must  be 
addressed  if  the  system  is  to  operate  properly  in  an  autonomous  or  semi-autonomous  fashion  for 
extended  periods  of  time. 

The  system  designer  may  take  several  actions:  (1)  reduce  the  desired  level  of  performance,  (2)  con¬ 
duct  additional  theoretical  or  empirical  model  development  in  advance  to  reduce  uncertainty,  or  (3) 
design  the  control  system  to  adjust  itself  on-line  automatically  to  reduce  uncertainty  and/or  im¬ 
prove  performance.  The  third  action  is  significantly  different  from  the  first  two  because  the  result¬ 
ing  design  is  not  fixed,  and  instead  has  inherent  operational  flexibility. 

This  Phase  I  effort  is  concerned  with  techniques  that  are  intended  for  those  difficult  situations,  typ¬ 
ical  of  active  perception  and  autonomous  behaviour,  where  it  is  unacceptable  on  the  basis  of  re¬ 
quirements,  cost,  or  feasibility,  to  reduce  the  desired  level  of  closed-loop  system  performance.  As 
a  consequence,  the  system  designer  can  only  increase  the  level  of  achievable  performance  by  re¬ 
ducing  uncertainty,  and  uncertainty  can  only  be  reduced  on-line,  through  direct  interaction  with  the 
actual  system.  The  novel  line  of  investigation  under  this  Phase  I  effort  is  to  create  an  autonomous 
robot  that  learns  to  act  intelligently  in  unstmctured  environments  or  environments  with  uncertain¬ 
ty,  much  like  humans  do. 

Instead  of  designing  a  complete  and  fixed'  control  system  from  insufficient  a  priori  information, 
control  laws  for  poorly  modeled  nonlinear  time-varying  systems  are  learned  through  direct  inter¬ 
action  between  the  system  and  its  environment,  and  effective  use  of  this  operational  experience. 
As  a  result,  learning  control  offers  several  unique  features  that  make  it  attractive  for  building  sys¬ 
tems,  such  as  active  perception  controllers,  that  must  operate  in  uncertain  environments. 

It  is  important  to  realize  that  many  learning  tasks  arising  in  control  require  methods  that  cannot  be 
precisely  characterized  as  supervised  learning.  Imagine  that  one  wishes  to  adjust  a  control  law  in 
order  to  improve  the  performance  of  a  plant  as  measured  by  a  performance  criterion  that  evaluates 
the  overall  behavior  of  the  plant;  for  example,  one  might  wish  to  minimize  a  measure  of  the  plant’s 


1 .  The  term  “fixed”  is  used  here  to  indicate  those  control  systems  for  which  the  parameters  and  structure  are  determined 
in  an  open-loop  (performance  independent)  fashion. 
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energy  cost  over  time.  Optimal  control  methods  apply  if  there  models  of  the  plant  and  performance 
measure  that  are  sufficiently  complete,  accurate  and  tractable.  However,  in  less  structured  situa¬ 
tions  it  is  possible  to  improve  plant  performance  over  time  by  means  of  on-line  methods,  perform¬ 
ing  what  is  called  reinforcement  learning.  Whereas  the  performance  measure  for  supervised 
learning  is  defined  in  terms  of  a  set  of  desired  targets  by  means  of  a  known  error  criterion  such  as 
mean-squared  error,  reinforcement  learning  is  concerned  with  the  problem  of  learning  from  re¬ 
wards  and  punishments  (see  below  for  a  detailed  discussion).  Therefore,  in  tasks  of  this  kind  there 
exist  desired  control  signals  -  those  that  lead  to  optimal  plant  performance  -  but  the  learning  sys¬ 
tem  is  not  told  what  they  are  because  there  is  no  teacher  available.  The  problem  is  to  find  these 
optimal  control  signals,  not  simply  to  remember  and  generalize  from  them.  It  is  this  kind  of  learn¬ 
ing  control  problems  that  this  Phase  I  effort  addresses. 

Note  that  both  adaptive  and  learning  control  systems  are  capable  of  automatically  adjusting  their 
internal  representations  on-line,  a  process  achieved  either  directly  by  manipulating  the  control  law 
itself,  or  indirectly  through  model  identification  and  control  law  redesign.  Also,  both  make  use  of 
performance  feedback  information  gained  through  closed-loop  interactions  with  the  plant  and  its 
environment.  However,  the  major  difference  is  the  range  of  applicability.  A  adaptive  control  sys¬ 
tem,  one  with  fixed  structure  and  variable  parameters,  can  respond  effectively  to  a  limited  range  of 
disturbances  and  environmental  changes  (those  consistent  with  its  fixed  structure).  More  general 
perturbations  cannot  be  adapted  by  parametric  degrees  of  freedom  only.  Greater  robustness  re¬ 
quires  non-parrametric,  structural  variability,  the  hallmark  of  learning  systems.  Due  to  its  interest 
in  autonomous  behavior  and  active  perception,  his  Phase  I  effort  addresses  learning  control  rather 
than  adaptive  control  strategies. 

The  technique  we  introduce  here  is  a  combination  of  reinforcement  learning  and  biologically  in¬ 
spired  function  approximators  such  as  neural  networks,  both  of  which  have  been  used  successfully 
in  a  wide  variety  of  tasks  ranging  from  predictions  to  nonlinear  dynamic  modeling.  In  particular, 
reinforcement  learning  by  itself  can  produce  useful  behaviors  without  higher  level  command  (e.g., 
semantics).  More  specifically,  we  describe  efficient  learning  control  algorithms  that  combine  Q(A.)- 
like  learning  [PengWilliams94,96,Bandera96]  or  State-Action-Reward-State-Action  (SARSA) 
[RummeryNiranjan94]  techniques  with  sparse-coded  function  approximators  such  as  the  Cerebel¬ 
lar  Model  Articulation  Controller  (CMAC)  [Albus75,  MillerGlanzKraft87]  and  Radial  Basis  Func¬ 
tion  neural  net  (RBF)  [Powell87].  While  reinforcement  learning  addresses  the  problem  of 
improving  performance  as  evaluated  by  any  measure  whose  values  can  be  supplied  to  the  learning 
system,  general  approximators  such  as  CMACs  are  compact  representation  schemes  that  are  capa¬ 
ble  of  implementing  any  function  to  any  desired  degree  of  accuracy  given  sufficient  resources.  The 
key  benefits  of  the  proposed  technique  are  its  ability  to  improve  plant  performance  over  time  in 
less  structured  environments,  its  robustness  and  learning  efficiency,  and  its  scalability  to  large- 
scale  nonlinear  problems.  In  addition,  it  is  feasible  to  construct  fast,  parallel  devices  to  implement 
this  technique  for  real-time  applications.  Such  abilities  are  the  prerequisite  for  any  system  to  oper¬ 
ate  in  real  world  conditions.  Furthermore,  such  algorithms,  when  combined  with  a  plant  model, 
may  significantly  reduce  the  overall  cost  of  the  development  of  gaze  control  strategies. 

The  body  of  the  report  is  organized  as  follows:  Section  2  gives  a  brief  introduction  to  machine 
learning  in  general  and  reinforcement  learning  in  particular,  including  issues  associated  with  rein¬ 
forcement  learning.  Section  3  introduces  a  mathematical  framework,  namely  dynamic  program- 
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ming,  from  which  various  reinforcement  learning  techniques  are  derived.  Section  4  describes  an 
experiment  designed  to  evaluate  reinforcement  learning  using  embedded  recurrent  neural  networks 
tasked  to  learn  to  extract  relevant  history  features  using  online  rewards  and  punishments.  Motivat¬ 
ed  by  scaling  issues,  in  Section  5  reinforcement  learning  experiments  with  fixed  rather  than  learned 
history  features  are  described.  Section  6  compares  two  reinforcement  learning  schemes  incorporat¬ 
ing  generalization:  SARSA  and  residual  learning.  Finally,  overall  conclusions  and  references.  Sec¬ 
tions  7  and  8  respectively,  complete  the  report. 
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Section  2:  Reinforcement  Learning  and  General  Function  Approximators 


This  section  provides  a  brief  overview  of  reinforcement  learning  and  general  function  approxima¬ 
tion  schemes.  A  more  complete  survey  of  the  subject  is  presented  in  [Girosi95,Kaelbling96]. 


2.1  Reinforcement  Learning 

Learning  is  defined  in  this  proposal  as  the  capability  of  any  system  to  change  itself  over  time  with 
the  intent  of  improving  performance  on  tasks  defined  by  its  environment.  Most  learning  problems 
can  be  divided  into  three  broad  categories:  Unsupervised,  Supervised,  and  Reinforcements  learning 
problems.  Unsupervised  learning  is  concerned  with  clustering  input  data  into  categories  that  can 
later  be  used  to  predict  future  data.  It  receives  no  feedback  from  outside  and  is  the  environment  that 
provides  an  implicit  feedback.  In  contrast,  supervised  learning  uses  feedback  provided  by  an  ex¬ 
ternal  teacher  to  leant  input-output  mappings.  In  supervised  learning,  the  system  receives  an  input 
instance,  produces  an  output,  receives  the  desired  output  from  the  teacher,  and  then  uses  the  dis¬ 
crepancy  between  its  actual  output  and  the  desired  output  to  make  an  adjustment  to  itself.  Rein¬ 
forcement  learning  is  similar  to  supervised  learning  in  that  it  receives  an  outside  feedback. 
However,  the  nature  of  the  feedback  is  different.  The  feedback  is  instructive  in  the  case  of  super¬ 
vised  learning  and  evaluative  in  the  case  of  reinforcement  learning.  That  is,  for  supervised  learning 
the  system  is  presented  with  the  correct  output  for  each  input  instance,  while  for  reinforcement 
learning  the  system  produces  a  response  that  is  then  evaluated  using  a  scalar  indicating  the  appro¬ 
priateness  of  the  response.  As  an  example,  a  checker  playing  program  that  uses  the  outcome  of  a 
game  to  improve  its  performance  is  a  reinforcement  learning  system.  Knowledge  about  an  outcome 
is  useful  for  evaluating  the  total  system’s  performance,  but  it  says  nothing  about  which  actions  were 
instrumental  for  the  ultimate  win  or  loss.  Learning  in  pattern  classification  is  not  reinforcement 
learning  since  during  the  training,  such  systems  receive  information  from  a  teacher  about  the  cor¬ 
rect  classification.  In  general,  reinforcement  learning  is  more  widely  applicable  than  supervised 
learning  since  any  supervised  learning  problem  can  be  treated  as  a  reinforcement  learning  problem. 
In  the  context  of  building  learning  control  systems  whose  behaviors  are  to  be  developed  autono¬ 
mously,  reinforcement  learning  provides  an  attractive  framework  because  of  its  similarity  to  the 
problem  faced  by  animals  that  are  expected  to  behave  intelligently  in  situations  with  great  uncer¬ 
tainty.  This  type  of  learning  is  also  used  to  model  behavior  learning  in  animals  and  humans  in  ex¬ 
perimental  psychology,  and  is  the  main  focus  of  this  Phase  I  effort. 


2.2  Associative  versus  Non-associative  Learning 

One  variation  in  reinforcement  learning  is  the  distinction  between  associative  and  non-associative 
learning.  In  the  non-associative  reinforcement  learning  paradigm,  reinforcement  is  the  only  infor¬ 
mation  the  learning  system  receives  from  its  environment.  That  is,  the  system  has  no  input  infor¬ 
mation  about  the  environment.  It  does  not  know  the  state  of  the  environment  in  which  it  is 
embedded.  In  these  tasks,  the  object  of  the  system  is  to  determine  the  optimal  action  that  maximizes 
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its  return,  or  cumulative  discounted  sum  of  future  rewards.  Non-associative  reinforcement  learning 
does  not  concern  us  here  because  our  applications  require  taking  into  account  the  changes  of  envi¬ 
ronmental  states.  Non-associative  reinforcement  learning  has  been  mainly  studied  in  the  context  of 
function  optimization  [WilliarasPeng93]  and  learning  automata  theory  [NarendraThathatchar89]. 

Associative  reinforcement  learning  extends  non-associative  reinforcement  learning  in  a  natural 
way.  In  such  a  learning  paradigm,  the  control  system  receives  input  information  that  indicates  the 
state  of  its  environment  as  well  as  reinforcement.  The  additional  information  tells  what  state  of  its 
environment  the  system  is  in.  It  should  be  pointed  out  that,  in  general,  input  the  system  receives 
about  its  environment  is  usually  incomplete  in  that  the  input  only  reveals  partial  information  about 
the  state  of  its  environment  due  to  the  system’s  limited  sensory  capabilities  and/or  limited  memory 
of  past  observations.  To  emphasize  that  observations  need  not  be  in  1-to-l  correspondence  with 
world  states,  the  term  sensations  is  often  used  for  this  output  feedback. 

The  objective  for  the  system  in  these  tasks  is  to  learn  an  optimal  mapping  from  the  sensations  about 
its  environment  to  the  actions  it  can  execute.  In  the  simplest  case,  the  mapping  will  be  a  function 
of  the  current  sensation.  In  general,  however,  the  system  might  try  to  represent  states  which  sum¬ 
marize  all  of  the  past  sensations.  Note  that,  at  each  state,  the  job  of  associative  reinforcement  learn¬ 
ing  is  the  same  as  that  of  non-associative  reinforcement  learning.  Associative  reinforcement 
learning  is  of  great  interest  to  us  here  due  to  its  similarity  to  modeling  the  learning  and  decision¬ 
making  tasks  faced  by  animals  and  humans. 


2.3  Immediate  versus  Delayed  Reinforcement  Learning 

Another  complication  to  reinforcement  learning  is  the  timing  of  reinforcement.  In  the  simplest 
tasks,  the  system  receives,  after  each  action,  reinforcement  indicating  the  goodness  of  that  action. 
Immediate  reinforcement  occurs  commonly  in  non-associative  learning  tasks.  In  more  complex 
tasks,  however,  reinforcement  is  often  temporally  delayed,  occurring  only  after  the  execution  of  a 
sequence  of  actions.  Delayed  reinforcement  learning  is  important  because  in  many  domains,  im¬ 
mediate  reinforcement  regarding  the  value  of  a  decision  may  not  always  be  available.  For  example, 
in  a  chess  game,  the  outcome  of  the  game  is  not  known  until  the  game  is  over.  The  difficulty  asso¬ 
ciated  with  delayed  reinforcement  learning  is  that  some  judicious  actions  now  may  only  allow  high 
rewards  to  be  achieved  later;  each  action  in  an  action  sequence  may  be  essential  to  achieving  a  re¬ 
ward,  even  though  not  all  of  the  actions  are  followed  by  immediate  rewards.  Conversely,  in  a  chess 
game,  a  move  may  lead  a  particular  player  into  a  “doomed”  situation  from  which  it  is  impossible 
to  prevent  that  player  from  eventually  losing  the  game  -  but  the  loss  actually  occurs  some  time  later. 
It  would  be  unwise  to  blame  the  actions  taken  immediately  before  the  game  was  lost,  for  these  ac¬ 
tions  may  have  been  the  best  that  could  be  taken  in  the  circumstances.  The  actual  mistake  may  have 
been  made  some  time  earlier.  The  problem  of  assigning  credit  or  blame  to  decisions  when  rein¬ 
forcement  is  delayed  is  the  well  known  credit  assignment  problem  [Minskybl  ].  This  Phase  I  effort 
focuses  on  methods  for  efficient  learning  in  delayed  reinforcement  settings. 
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2.4  Exploitation  versus  Exploration 

Another  important  aspect  of  reinforcement  learning  is  that  a  learning  system  needs  two  capabilities 
if  it  is  to  act  optimally  in  its  environment  with  reasonable  efficiency:  exploitation  and  exploration. 
Trying  to  satisfy  both  goals  at  the  same  time  leads  to  a  conflict.  Exploitation  suggests  that  the  scope 
of  the  search  should  be  naiTOwed  as  experience  about  actions  accumulates,  or  when  exhaustive 
search  is  not  feasible,  or  when  the  system  has  only  a  finite  life  span,  so  that  the  system  will  be  able 
to  concentrate  on  performing  actions  that  are  expected  to  be  good  in  order  to  increase  overall  re¬ 
wards,  but  exploration  suggests  that  the  scope  of  the  search  should  not  be  narrowed  irrevocably  so 
far  as  to  let  superior  actions  with  little  experience  slip  through  permanently. 

The  tradeoff  most  reinforcement  learning  systems  take  to  resolve  the  conflict  is  to  occasionally 
take  random  actions.  This  ad-hoc  approach  works  well  for  most  problems  encountered  empirically, 
but  has  no  strong  theoretical  foundation.  A  more  statistically  sound  exploration  strategy,  the  biter- 
val  Estimation  (IE)  algorithm  [Kaelbling90],  has  been  proposed  that  uses  the  combination  of  mean 
and  confidence  to  choose  appropriate  actions.  Other  approaches  have  also  been  suggested 
[Sutton90]. 


2.5  Direct  versus  Indirect  Learning 

There  are  two  general  approaches  to  learning  optimal  policies.  One  is  the  indirect  or  model-based 
approach,  which  requires  learning  an  environmental  model  in  the  form  of  state-transition  and  re¬ 
ward  probabilities.  A  search  or  computational  technique  such  as  dynamic  programming  is  then  ap¬ 
plied  to  produce  an  optimal  policy  for  the  system.  Most  work  in  the  adaptive  control  of  Markov 
processes  described  in  the  control  engineering  literature  has  been  model-based.  Learning  a  world 
model  is  usually  achieved  by  supervised  learning  that  is  relatively  simple  compared  to  the  expen¬ 
sive  search  for  an  optimal  policy  or  a  value  function.  It  is  interesting  to  note  that  a  learned  world 
model  need  not  be  completely  accurate  for  dynamic  programming  to  produce  a  policy  that  accom¬ 
plishes  underlying  tasks.  Very  often  an  approximate  model  is  sufficient. 

The  second  approach  to  learning  how  to  obtain  optimal  policies  is  direct  [BartoSuttonWatkins90] 
or  primitive  learning  [Watkins89].  Instead  of  learning  an  environmental  model,  a  direct  method  ad¬ 
justs  the  policy  on  the  basis  of  its  observed  consequences.  The  system  must  act  in  its  environment, 
try  out  a  variety  of  actions,  observe  their  consequences,  and  adjust  its  policy  to  improve  perfor¬ 
mance  over  time.  While  some  reinforcement  learning  procedures  are  indirect  (eg.  real  time  dynam¬ 
ic  programming  Barto93)  most  are  direct.  Direct  controls  corresponds  most  closely  to  simple 
reactive  behaviors. 

It  is  possible  to  combine  direct  methods  with  indirect  methods  in  a  variety  of  ways.  Sutton’s  Dyna 
architecture  is  a  classic  example  [Sutton90].  Also  see  [MooreAtkeson92,PengWilliams93].  One 
typical  characteristic  of  real  world  problems  is  their  high  dimensionality.  It  would  be  impractical 
for  a  computational  method,  such  as  dynamic  programming,  to  produce  a  complete  solution  before 
committing  the  very  first  act.  In  such  large-scale  problems,  a  learning  method  with  generalized  ca¬ 
pabilities  that  computes  good  solutions  quickly  in  certain  important  areas  of  the  state  space  may  be 
sufficient.  Tesauro’s  TD  Gammon  [Tesauro92]  suggests  that  direct  methods  appear  to  be  good  can- 
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didates  for  accomplishing  this.  This,  however,  does  not  imply  that  the  advantages  of  model-based 
learning  should  be  overlooked.  In  fact,  in  the  context  of  learning,  the  combinations  of  direct  learn¬ 
ing  and  model-based  learning  can  offer  significant  performance  improvements  over  either  tech¬ 
nique  alone  and  make  learning  systems  most  promising. 


2.6  Q(A,)  Learning 

The  Q(5i)  learning  algorithm  [PengWilliams94,96]  is  an  incremental  multi-step  method  that  ex¬ 
tends  the  one-step  Q-leaming  algorithm  [Watkins89]  by  combining  it  with  TD(X.)  returns  (0  <  A,  < 
1 )  [Sutton88]  for  learning  from  delayed  rewards.  A  is  a  weighting  parameter  that  determines  to 
what  extent  future  rewards  will  contribute  to  the  estimates  of  current  action  values.  By  allowing 
corrections  to  be  made  incrementally  to  the  predictions  of  observations  occurring  in  the  past,  the 
Q(?i)  learning  method  propagates  information  rapidly  to  where  it  is  important.  The  Q(X)  learning 
algorithm  works  significantly  better  than  the  one-step  Q-leaming  algorithm  on  a  number  of  tasks; 
its  basis  in  the  integration  of  one-step  Q-learning  and  TD(A)  returns  makes  it  possible  to  take  ad¬ 
vantage  of  some  of  the  best  features  of  both  the  Q-leaming  and  actor-critic  learning  paradigms,  and 
to  be  a  potential  bridge  between  them.  It  can  also  serve  as  a  basis  for  developing  various  multiple 
time-scale  learning  mechanisms  that  are  essential  for  applications  of  reinforcement  learning  to 
large-scale  problems. 


2.7  Function  Approximators 

Global  function  approximations  assume  that  there  is  a  underlying,  leamable  structure  in  the  prob¬ 
lem.  This  assumption  is  essential  in  order  for  a  generalization  to  make  sense.  Some  approximation 
methods,  such  as  polynomial  approximations  and  neural  networks  [Barnhill??,  Franke82, 
Schum£iker?6],  use  a  strong  form  of  the  assumption.  Global  models  that  are  sufficient  for  capturing 
the  structure  of  the  problem  being  modeled  are  usually  used  to  fit  entire  training  data.  The  difficulty 
is  to  find  an  appropriate  structure  for  a  global  model.  One  simply  can  not  tell  if  a  given  set  of  pa¬ 
rameters  would  be  sufficient  to  produce  an  adequate  model  for  the  data,  unless  it  is  chosen  with  a 
priori  knowledge.  An  additional  difficulty  associated  with  connectionist  networks  is  that  because 
an  iterative  gradient  descent  search  procedure  is  used  to  find  the  appropriate  set  of  weights,  training 
data  must  be  repeatedly  presented  to  the  network.  In  case  of  on-line  learning,  this  implies  that  old 
experiences  have  to  be  stored  and  presented  again  since  learning  new  experiences  may  degrade  the 
representation  of  older  experiences.  Other  methods,  such  as  decision  trees  and  the  nearest  neighbor 
generalization,  use  a  weaker  fonn  of  the  assumption. 

Sparse  coarse  coded  function  approximators,  such  as  the  CMAC  and  RBFs,  have  the  same  repre¬ 
sentational  capability  as  more  conventional  neural  networks  such  as  multi-layer  perceptrons  and 
Hopfield  nets.  However,  they  are  more  efficient  computationally  and  work  well  in  many  other  re¬ 
spects,  such  as  better  response  to  spatial  variations.  In  addition,  basis  functions  decrease  with  the 
distance  of  the  data  points  from  the  evaluation  point,  so  that  only  the  neighboring  points  affect  the 
estimate  of  the  function  at  the  evaluation  point,  therefore  providing  a  “local”  approximation 
scheme.  It  should  be  noted  however  that  these  techniques  in  general  do  not  have  the  highest  pos- 
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sible  degree  of  locality,  since  the  parameter  that  controls  the  locality  is  the  same  for  all  the  basis 
functions.  It  is  possible  to  design  even  more  local  techniques,  in  which  each  basis  has  a  parameter 
that  controls  its  locality. 
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Section  3:  Foundations  of  Reinforcement  Learning 


Dynamic  programming  provides  solutions  to  problems  of  credit  assignment  in  delayed  reinforce¬ 
ment  learning  and  optimal  control.  The  significance  of  dynamic  programming  has  often  been  un¬ 
der-appreciated  in  artificial  intelligence  (AI)  research.  The  appeal  and  large  potential  of  dynamic 
programming  in  AI  is  that  it  provides  an  attractive  basis  for  compiling  actions  into  reactive  policies 
that  can  be  used  for  real-time  control,  as  well  as  for  developing  methods  for  learning  such  policies 
when  the  world  model  is  not  available.  It  should  be  emphasized  at  the  outset  that  although  dynamic 
programming  requires  a  complete  model  of  the  world,  it  is  the  framework  it  provides  which  is  rel¬ 
evant  to  the  synthesis  and  analysis  of  a  variety  of  reinforcement  learning  algorithms.  Dynamic  pro¬ 
gramming  has  also  been  used  in  behavioral  ecology  for  the  study  of  animal  behavior. 

The  fundamental  principle  of  dynamic  programming  is  to  determine  an  optimal  policy  by  con¬ 
structing  a  value  function  or  a  return  function  on  the  state  space.  This  chapter  discusses  dynamic 
programming  in  the  context  of  Markov  decision  processes  and  introduces  the  major  difficulties 
faced  by  dynamic  programming.  The  discussion  is  based  on  [Peng94]. 


3.1  Stochastic  Dynamic  Programming 

One  of  the  most  powerful  techniques  developed  for  the  solution  of  optimization  problems,  such  as 
routing  and  scheduling,  is  dynamic  programming  (DP)  [Bellmanbl].  It  can  be  formulated  as  fol¬ 
lows. 


A  discrete-time  Markov  decision  process)  is  a  4-tuple  iX,A,P,K),  where 

1 .  X  is  a  finite  set  of  states  on  which  the  process  evolves. 

2.  A  is  a  finite  set  of  actions.  For  each  state  xeX  there  is  an  associated  non-empty  subset 

of  A,  whose  elements  are  the  admissible  actions  when  the  process  is  in  state  x. 

3.  P  is  a  probabilistic  state-transition  law.  It  is  a  function:  X  x  X  x  A  — >  91 ,  and  is 
the  probability  to  reach  state  y  from  state  x  when  action  a  is  taken  in  that  state.  For  any 

pair (x, a),  ^P„{a)=\. 

y 

4.  P:  X  X  A  —>  91  is  the  expected  short-term  reward  function  on  states  and  actions. 

A  policy  is  in  general  any  set  of  rules  for  selecting  actions.  In  this  discussion,  we  consider  only 
policies  that  are  non-randomized  and  stationary. 

A  stationary  policy  7t  is  a  function  X— >A  mapping  the  state  space  into  the  action  space. 

We  use  %{x)  to  denote  the  action  the  policy  chooses  when  in  state  x.  Broadly  speaking,  the  objective 
of  the  agent  in  the  decision  problem  is  to  maximize  the  rewards  it  receives  over  time.  The  agent’s 
current  action  influences  not  only  the  immediate  reward  it  receives  in  the  current  state,  but  also  the 
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rewards  it  will  be  able  to  receive  in  the  future. 

There  are  several  ways  in  which  future  rewards  can  be  assessed:  average  rewards,  total  rewards, 
and  total  discounted  rewards.  In  this  study,  the  agent  seeks  to  maximize  total  discounted  rewards. 
This  is  the  simplest  case.  Furthermore,  the  learning  methods  can  be  used  for  learning  to  maximize 
the  total  reward  or  the  average  reward  under  certain  conditions. 

The  total  amount  of  discounted  reward  the  agent  will  receive  from  time  t  is: 

n  +  yrt+j  +  ^  rt+2  +•••+  f  n+n  +••• 

where  r,  is  the  reward  received  at  time  t  with  lx,  ,a,],  and  Y  is  a  discount  factor.  The 

effect  of  the  discount  factor  is  twofold.  The  discount  factor  ensures  that  the  quantity  of  (eq.  1)  is 
well  defined  and  a  reward  to  be  received  in  the  future  will  be  considered  less  valuable  than  one 
received  now.  This  total  discounted  reward  is  called  the  return. 


In  a  Markov  decision  process,  the  total  return  depends  not  only  on  the  state  the  agent  is  in  at  time 
t  and  the  policy  the  agent  employs,  but  also  on  random  factors  influencing  the  state  transitions  and 
the  rewards.  The  expected  return,  however,  depends  only  on  the  current  state  and  the  policy  that 
will  be  followed.  This  expected  return  is  written  as: 


X7?{x,,;r(x,))7Mxo=x 

./-O 


where  indicates  that  the  expected  value  is  taken,  given  that  policy  7C  is  used  to  choose  actions, 
and  is  the  sum  on  t  from  0  to  infinity.  We  call  V"  the  value  function  for  policy  n. 

Objective:  Find  a  policy  that  maximizes  the  expected  return  from  every  state. 

The  dynamic  programming  solution  to  the  above  problem  is  obtained  by  using  a  recursive  func¬ 
tional  equation  that  determines  the  optimal  policy  for  any  state  at  all  stages.  This  equation  is  a  di¬ 
rect  consequence  of  Bellman’s  principle  of  optimality  [Bellmanbl].  It  can  be  derived  for  the 
deterministic  case  as  follows.  Let 

y*(x)  =  max  „ 

r=n...oo  f=0 


where  xq=x.  Then 


y’(x)  =  max„^  max 

/=0, •••,«> 


[  /=! 


(eq,  2) 


The  first  term  in  brackets  in  (eq.  2)  does  not  depend  on  the  second  maximization.  Thus,  (eq.  2)  be¬ 
comes 


625-9160004 


12 


A  Reinforcement  Learning  Approach  to  Control 


V\x) 


00 

max,,  ^ 

"0 

R{xo,aQ)+max 

J^R{x,,a,)y'  > 
-  ^=1  -1. 

=  max.,  s 


oo 

R(x^,a^)+  y  max  „  ^  X  V' 


/=0.- 


r=0 


=  max^^  {/?(xo,ao)+^*(>')} 


ieq.  3) 


where  3’  is  the  actual  next  state  when  taking  action  oq  that  maximizes  (eq.  3)  in  state  x.  In  general, 
however,  the  transition  to  a  next  state  y  occurs  with  probability.  Thus,  for  a  Markov  decision  pro¬ 
cess,  we  have  (see  [Ross83]) 


V  *  (x)  =  max„  ]  R{x,a)  +  yY,  P,j  («)V  *  (y)  i 


{eq.  4) 


This  equation  is  a  mathematical  form  of  Bellman’s  principle  of  optimality.  It  states  that  the  maxi¬ 
mum  expected  discounted  return  for  state  x  is  found  by  taking  the  action  that  maximizes  the  sum 
of  the  expected  reward  to  be  received  at  the  present  state  and  the  expected  maximum  discounted 
return  from  the  state  which  results  from  applying  the  action.  We  call  W  the  optimal  value  function 
and  any  policy  whose  value  function  is  optimal  an  optimal  policy  n*.  It  is  the  optimal  value  func¬ 
tion  that  the  agent  tries  to  approximate.  Maximizing  V’  in  the  short  term  being  equivalent  to  maxi¬ 
mizing  R  in  the  long  term  makes  dynamic  programming  particularly  attractive.  Dynamic 
programming  based  on  the  optimality  equation  (eq.  4)  solves,  at  least  in  principle,  a  variety  of  im¬ 
portant  problems.  The  following  sections  describe  several  well-known  computational  methods  of 
stochastic  dynamic  programming. 


3.2  Synchronous  Value  Iteration 

This  section  describes  a  successive  approximation  approach  for  obtaining  the  optimal  value  func- 
tion-synchronons  value  iteration  (SVI).  It  is  a  successive  approximation  method  for  solving  the 
optimality  equation  (eq.  4). 

In  [Ross83],  it  is  shown  that  when  the  decision  process  is  in  state  x,  a  policy  n  that  chooses  the 
action  that  maximizes  the  right-hand  side  of  the  optimality  equation  (eq.  4) 

is  an  optimal  policy.  It  follows  immediately  that  we  would  know  the  optimal  policy  should  we 
know  the  optimal  value  function.  The  value  iteration  method  for  obtaining  the  optimal  value  func¬ 
tion  is  as  follows:  Let  VqW  arbitrary  bounded  function,  and  define  the  recursive  functional 
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V„  (x)  =  max,,  ]  R{x,a)  +  fX  A.v  (^)K- 


{eq.  5) 


for  n>l.  It  can  be  shown  [Ross83]  that  V„(x)->y*(x)  uniformly  in  x  as  n-^oo,  assuming  Rix.a)  is 
bounded  for  all  x  and  a.  The  method  is  said  to  be  synchronous  because  the  computation  of  V„  de¬ 
pends  only  on  the  values  of  V„.]. 

Thus,  to  find  an  optimal  policy,  we  first  approximate  the  optimal  value  function  by  value  iter¬ 
ation,  i.e.,  the  repeated  applications  of  (eq.  5),  and  then  determine  an  optimal  policy  to  be  the  one 
that  selects  the  action  that  maximizes  the  right-hand  side  of  the  optimality  equation  (eq.  4)  for  each 
state. 

It  can  be  shown  that  although  V„  is  not  necessarily  closer  to  V*  than  V,,.]  over  all  states,  the  maxi¬ 
mum  error  between  V„  and  V*  must  decrease.  Mathematically,  the  SVI  is  a  contraction  mapping 
with  respect  to  the  norm  and  has  V*  as  its  unique  fixed  point. 


3.3  Policy  Improvement 

In  addition  to  the  type  of  approximation  for  constructing  an  optimal  policy  discussed  Bbo\Q,  policy 
improvement  or  policy  iteration  is  a  method  of  successive  approximations  in  policy  space  for  pro¬ 
ducing  optimal  policies  [Bellmanbl].  It  is  based  on  the  observation  that  one  only  needs  to  know 
the  value  function  for  a  given  policy  in  order  to  improve  that  policy. 

Suppose  that  policy  Kg  is  some  proposed  policy,  and  we  wish  to  know  if  it  is  better  than  the  existing 
policy  Kf,  for  which  V’^'^is  known  i.e.  will  Kg  yield  higher  expected  returns  for  all  states  than  Kf?. 
One  way  to  decide  if  is  better  than  would  be  to  compute  by  solving  the  system  of  linear 
equations  defined  by 

V^(x)  =  /?(x.;r(x))  +  rX 


and  then  compare  V^^with  over  all  states.  However,  computing  the  value  function  is  computa¬ 
tionally  costly.  A  more  efficient  way  of  doing  this  that  does  not  require  computing  V"*  is  as  fol¬ 
lows.  Consider  the  expected  return,  starting  in  state  x,  that  would  result  from  following  policy  Kg 
for  one  step,  and  then  switching  to  thereafter: 


If  \^^(x)  <  \^^(x)  for  all  states  x  with  strict  inequality  for  at  least  one  state,  then  it  can  be  shown 
that  Kg  is  indeed  an  improvement  over  Kf. 
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The  foregoing  ideas  provide  the  basis  for  the  policy  improvement  method.  Instead  of  using  (eq.  7) 
to  find  out  if  a  proposed  policy  is  an  improvement  over  the  current  one,  the  policy  improvement 
method  uses  it  to  define  a  new  policy  that  improves  over  the  existing  policy.  The  new  policy  is  de¬ 
fined  to  be  the  one  that  for  each  state  x,  chooses  the  action  7tg(x)  that  maximizes  the  right-hand  side 
of  (eq.  7).  It  can  be  shown  [Ross83]  that  for  all  states,  and  if  V"«(.v)=  V"%)  for  all 

states,  then  The  policy  improvement  method  is  summarized  in  Figure  1. 


•Let  tcq  be  an  arbitrary  initial  policy. 

•Let  i=0. 

•Repeat 

1.  Replace  /  by  /+! 

2.  Compute  the  value  function, for  Ji/.i  by  solving  the  system  of  linear  equations  de¬ 
fined  by  (eq.  7). 

3.  Let  71, •  be  the  policy  that,  for  each  state  x,  chooses  an  action,  a,  that  maximizes 

R{x,  a)  +  rX  Pxy-  {)’) 

>• 

•Until  both  7t,-.  |  and  7i,-  are  optimal. _ _ _ _ 

Figure  1.  Policy  Improvement  Algorithm 

An  informal  argument  for  the  result  goes  like  this:  starting  at  state  x,  it  is  better  to  follow  TCg  for 
one  stage  and  then  follow  thereafter  than  to  follow  Tty  throughout.  But  by  the  same  token,  it  is 
better  to  follow  Tig  for  one  further  stage  from  the  state  just  reached.  Repeating  this  argument  shows 
that  it  is  always  better  to  follow  Tt^  than  it  is  to  follow  7^ 


3.4  Asynchronous  Value  Iteration  and  Q-Leaming 

The  classic  method  of  value  iteration  described  in  section  3.2  requires  that  V„  is  computed  for  all 
states  using  the  values  of  V„.i,  and  then  V„+i  is  computed  using  the  values  of  V„,  and  so  on.  How¬ 
ever,  the  value  iteration  method  need  not  be  carried  out  in  this  way.  In  fact,  the  values  of  individual 
states  can  be  updated  in  an  arbitrary  order.  This  way  of  computing  V*  is  called  asynchronous  value 
iteration  (AVI)  [Bertsekas87,BertsekasTsitsiklis89].  AVI  is  appealing  since  the  convergence  re¬ 
sult  requires  only  that  the  values  of  all  states  be  updated  often  enough  [Bertsekas  Tsitsiklis89, 
Watkins89],  and  thus  leaves  a  variety  of  ways  for  the  use  of  heuristics  to  control  the  process.  In 
practice,  this  simply  implies  that  whatever  strategy  is  used  to  choose  states  whose  values  are  to  be 
updated,  no  state  should  suffer  from  starvation,  i.e.,  no  state  should  ever  be  prevented  from  being 
chosen  in  the  future. 

It  is  important  to  realize  that  each  individual  update  of  a  state’s  value  in  AVI  does  not  necessarily 
make  it  more  accurate  as  an  estimate  of  the  state’s  true  value.  However,  the  estimated  value  func¬ 
tion  will  converge  to  the  true  value  function  as  the  total  number  of  updates  tends  to  infinity.  It 
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should  also  be  noted  that  although  the  order  in  which  the  values  of  states  are  updated  does  not  alter 
the  convergence  result  of  AVI,  it  does  influence  the  rate  of  convergence. 

This  form  of  incremental  DP  provides  a  basis  on  which  a  variety  of  learning  and  planning  systems 
can  be  developed.  For  example,  a  popular  TD  method,  Q-leaming  [Watkins89],  can  be  viewed  as 
incremental,  Monte-Carlo  value  iteration. 

Finally,  there  are  other  versions  of  the  value  iteration  method  that  are  somewhere  between  the  SVI 
and  the  total  AVI,  such  as  Gauss-Seidel  value  iteration.  In  the  Gauss-Seidel  method,  the  values  are 
updated  one  state  at  a  time  sweeping  through  all  the  states  in  a  sequential  manner,  with  the  com¬ 
putation  for  each  state  using  the  up-to-date  values  of  the  other  states.  Like  AVI,  the  order  in  which 
the  values  of  states  are  updated  influences  the  computation.  Gauss-Seidel  value  iteration  converges 
to  the  true  value  function  under  the  same  conditions  under  which  SVI  does. 


3.5  Discussion 

So  far  we  have  only  discussed  the  situation  where  state  or  action  spaces  are  discrete.  When  the  state 
or  action  spaces  are  continuous,  dynamic  programming  is  typically  applied  by  first  quantizing  the 
state  or  action  spaces  and  then  applying  standard  algorithms  such  as  the  value  iteration  method  to 
the  quantized  state  or  action  spaces  as  if  they  were  discrete  problems. 

It  is  important  to  realize  that  although  dynamic  programming  is  much  more  computationally  trac¬ 
table  than  explicit  exhaustive  search  of  all  possible  state  sequences,  the  nature  of  the  exact  compu¬ 
tation  of  dynamic  programming  is  still  exhaustive  in  that  it  requires  the  explicit  enumeration  of  all 
possible  states.  However,  exhaustive  computation  is  very  impractical  for  problems  with  large  num¬ 
ber  of  states,  which  are  typical  in  real  world  applications.  For  this  reason  dynamic  programming 
has  not  played  a  significant  role  in  artificial  intelligence  research. 

In  terms  of  dimensionality  of  the  state  space,  the  practical  limitation  of  dynamic  programming  can 
be  quantitatively  described  as  follows.  As  the  number  of  states  increases  exponentially  with  in¬ 
creasing  dimensionality,  so  does  the  complexity  of  time  and  space  for  dynamic  programming  to 
produce  an  optimal  solution,  and  usually  reaches  a  practical  limit  when  the  dimension  of  the  state 
space  is  about  five  or  six  [Fu70].  Approaches  that  enumerate  all  possible  actions  increase  similarly 
in  complexity  with  the  dimension  of  the  action  space.  This  problem  is  also  referred  to  as  Bellman’s 
curse  of  dimensionality.  It  was  first  discussed  by  Bellman  [Bellman61]  and  has  remained  the  cen¬ 
tral  issue  in  dynamic  programming  since. 

In  practice,  this  simply  means  that  the  state  space  may  be  too  large  to  allocate  memory  to  the  entire 
state  space  or  to  update  all  states  repeatedly  as  are  required  by  the  value  iteration  method.  Unless 
the  dimensionality  problem  can  be  adequately  addressed,  the  practical  utility  of  dynamic  program¬ 
ming  remains  limited.  One  of  the  aims  in  this  report  is  to  look  for  ways  that  make  dynamic  pro¬ 
gramming  more  practical  and  commercially  feasible. 
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Section  4:  Partial  States  and  Learned  Features 


Foveal  vision  simultaneously  supports  a  wide  field-of-view  (FOV),  localized  high  acuity,  and  high 
temporal  resolution  while  minimizing  sensor  data  to  that  which  is  relevant  for  concurrent  real-time 
automatic  target  detection,  recognition  (ATR),  and  tracking  applications.  However,  space-variant 
data  acquisition  necessitates  the  development  of  efficient  gaze  control  mechanisms  and  rapid 
schemes  for  referencing  object  saliency.  This  section  presents  a  reinforcement  learning  method  for 
gaze  control,  together  with  simulation  studies  using  an  active  visual  sensor  in  a  simulated  gaze  con¬ 
trol  problem,  with  application  to  autonomous  mobile  platforms. 


4.1  Active  Perception  as  a  Partially  Observed  Markov  Decision  Process  (POMDP) 

As  developed  in  the  previous  section,  reinforcement  learning  is  based  on  dynamic  programming, 
a  stochastic  optimization  procedure  guaranteed  to  converge  to  an  optimal  policy  only  when  applied 
to  Markov  processes.  A  stochastic  process  is  said  to  be  Markovian  if  the  future  evolution  of  the 
process  is  conditionally  independent  of  the  past,  given  only  its  present  value.  In  the  case  of  active 
perception,  the  agent  (active  sensor)  always  has  limited  sensing  resources  and  cannot  delineate  the 
complete  world  state  in  a  single  observation.  This  presents  an  the  interface  which  is  no  longer 
Markovian  in  nature.  That  is,  the  agent  is  unable  to  distinguish  between  similar  world  states  based 
solely  on  the  current  limited  view  of  the  world,  and  past  observations  may  partially  or  completely 
disambiguate  these  states  upon  which  the  next-action  decision  rests.  The  problem  is  characterized 
by  the  fact  that  visual  infonnation  acquired  from  a  given  fixation  is  in  general  insufficient  to  decide 
where  best  to  look  next,  since  different  targets  may  share  similar  features  at  similar  locations,  and 
others  may  be  out  of  the  current  field  of  view. 

Learning  problems  in  which  the  optimal  action  depends  on  more  than  the  current  observation  are 
known  as  Partially  Observable  Markov  Decision  Problems  (POMDP’ s).  Control  of  active  percep¬ 
tion  processes  (such  as  gaze  control)  is  always  a  POMDP  since  by  definition  there  are  relevant 
parts  of  the  environment  which  have  not  been  adequately  observed  at  the  time  the  next  action  is 
decided.  A  consequence  of  the  dichotomy  between  observation  and  state  is  perceptual  aliasing  :  the 
incomplete  characterization,  or  misidentification,  of  the  state  information  required  for  decision 
support.  Perceptual  aliasing  may  be  reduced  by  the  judicious  use  of  past  observations.  For  instance, 
the  limited  field  of  view  of  our  sensor  may  not  include  a  relevant  object  which  we  have  seen  in  an 
earlier  frame.  By  combining  relevant  information  from  past  fixations  with  the  current  fixation  a 
more  comprehensive  estimate  of  world  state  is  attained,  and  a  more  informed  estimate  of  potential 
risks  and  benefits  of  looking  in  various  directions  can  be  made.  Such  approaches  to  POMDP’ s  are 
referred  to  as  history-based,  and  are  the  focus  of  our  investigations. 
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(d)  Integrated  perception  linking  the  three  fixations 


Figure  2(a)-(d).  Multiple  foveal  images  and  integrated  perception.  Retinotopology:  exponen¬ 
tial  lattice  (radix  two),  four  major  rings  (ie.  rexels  of  five  sizes),  subdivision  factor  four  (ie.  each 
rexel  further  subdivided  into  4x4=16  equal  size  rexels). 
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The  images  upon  which  gaze  control  stategies  will  be  detemined  is  of  the  type  illustrated  in  Fig¬ 
ure  2  and  described  in  detail  in  Bandera90.  Such  graded  resolution  biomimetic  image  acquisition 
schemes  minimize  the  data  bandwidth  required  to  support  a  given  angular  field  of  view  and  max¬ 
imum  acuity  but  require  effective  pointing  (gaze  control)  strategies.  Where  to  look  next  is  a  cen¬ 
tral  issue  in  active  perception,  is  highly  task  and  scenario  dependent,  and  cannot  be  learned  by 
supervised  schemes  (except  for  the  simplest  of  deterministic  scenarios  which  are  of  limited  practi¬ 
cal  value). 


4.2  History  Augmentation  of  Incomplete  State  Feedback  for  POMDP’s 

History-based  reinforcement  learning  may  be  implemented  using  look-up  tables,  sparse  coded  fuc- 
tion  approximators  or  more  general  neural  nets.  On  large  problems,  reinforcement  learning  systems 
must  use  compact  approximation  schemes  to  represent  value  functions.  There  are  several  approx¬ 
imation  schemes,  such  as  CMACs,  RBFs,  and  other  neural  networks,  that  are  capable  of  the  real¬ 
time  performance  essential  in  many  time-critical  applications.  The  particular  function  approxima¬ 
tor  we  use  is  the  Elman  neural  network.  Neural  networks  are  general  approximators  and  are  capable 
of  implementing  any  function  to  any  desired  degree  of  accuracy  given  sufficient  resources.  In  ad¬ 
dition,  there  exist  learning  techniques  well  suited  for  recurrent  networks  that  are  required  for  many 
tasks  involving  time,  including  the  gaze  control  problem  we  study  here. 


Figure  3.  An  Elman  Net 

Recunent  neural  networks,  such  as  Elman  networks,  provide  a  way  to  construct  useful  history  fea¬ 
tures  that  are  essential  for  solving  partially  observable  Markov  decision  problems.  As  shown  in 
Figure  3,  the  input  to  an  Elman  network  consists  of  two  parts:  input  units  and  context  units.  The 
context  units  carry  feedback  activations  resulted  from  the  network  state  at  the  previous  time  step. 
That  is,  the  context  units  at  time  step  t  are  copies  of  the  hidden  units  at  time  step  f-1 .  As  a  memory 
structure,  the  context  units  remember  an  aggregate  of  previous  network  states.  As  a  result,  the  be¬ 
havior  of  the  network  depends  on  past  as  well  as  current  inputs. 
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Adjustable  weights  in  an  Elman  network  are  those  between  the  input  units  and  the  hidden  units, 
those  between  the  context  units  and  the  hidden  units,  and  finally  those  between  the  hidden  units 
and  the  output  units.  To  predict  utility  values  correctly,  the  recurrent  network  will  be  forced  to  dis¬ 
cover  historical  features  that  permit  the  network  to  properly  assign  utility  values  to  inputs  display¬ 
ing  the  same  perception. 

The  recurrent  network  is  trained  using  the  SARSA  algorithm  in  conjunction  with  back-propaga¬ 
tion.  SARSA  is  a  based  multi-step  learning  technique  [PengWilliams94,96,  RummryNarajan94]. 
The  SARSA  method  has  shown  dramatic  performance  improvement  over  Q  learning  on  all  the 
tasks  that  have  been  examined  so  far  [PengWilliam94,  Rummry  Narajan94,Sutton95].  In  Q-learn- 
ing,  error  correction  is  made  only  to  the  Q  value  estimate  of  current  state-action  pair.  To  make  cor¬ 
rection  to  earlier  actions,  many  trials  will  have  to  take  place.  In  contrast,  Q(A,)  based  techniques  use 
a  trace  mechanism,  which  is  a  memory  structure,  in  such  a  way  that  error  correction  can  be  made 
not  only  to  the  Q  value  estimate  of  current  state-action  pair,  but  also  to  that  of  earlier  state-action 
pairs  along  the  trace.  This  in  a  sense  amounts  to  efficient  use  of  experience  and  parallels  only  to 
that  of  EBL  [Mitchell86].  More  recently,  Sutton  [Sutton96]  argues  that  in  an  environment  where 
learning  takes  place  continuously,  as  it  should,  SARSA  has  the  advantage  of  following  the  policy 
it  is  actually  estimating,  whereas  Q-learning  estimates  a  policy  that  it  does  not  follow.  In  terms  of 
average  reward  received  per  trial,  SARSA  performs  significantly  better  than  Q  learning.  The  SAR¬ 
SA  algorithm  is  described  in  the  box  below,  where  W  is  the  weight  vector,  Q,  parameterized  by  W, 
is  the  current  approximation  to  action  values,  r  is  the  immediate  reward,  y  is  the  discounted  factor, 
ct  is  the  learning  rate,  and  X  is  a  procedure  (meta)  parameter  that  controls  credit  distribution  over 
time. 


1 .  Reset  all  eligibilities,  eo=0 

2.  f  =  0 

3.  Select  action,  a,. 

4.  If  r  >  0  then  W,  =  W,.\  +  a  (r,.^  +  yQ,  -  0,./) 

5.  Calculate  with  respect  to.  selected  action  a,  only. 

6.  Cf  =  l^^Qf  +  y 

7.  Perform  action  and  receive  short-term  reward 

8.  If  trial  has  not  ended,  replace  /  by  t+1  and  go  to  step  3. 


The  SARSA  Algorithm 


4.3  A  Token  Gaze  Control  Problem 

One  of  the  main  attributes  of  the  foveal  vision  gaze  problem  we  are  interested  in  is  that  multiple 
fixation  points,  and  the  accumulation/integration  of  relevant  visual  infoi*mation  acquired  from  each 
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gaze,  will  be  required  to  classify  a  target  to  within  some  confidence  threshold.  This  requires  the 
scale-space  volume  defined  by  the  discriminant  target  features  to  be  greater  than  the  scale-space 
volume  supported  by  the  foveal  retinotopology.  Figure  3  shows  the  simulated  recognition  problem 
used  for  the  experiments  reported  in  this  section. 

Each  graph  in  Figure  4  below  represents  a  region-of-interest  where  a  potential  target  has  been  pre- 
attentively  located.  Each  target  is  represented  by  four  features  ( 1  or  - 1 )  placed  in  various  locations 
in  the  ROI.  It  should  be  noted  that  both  classification  features  and  their  locations  (highlighted  box¬ 
es)  are  important  for  determining  a  target.  However,  the  precise  feature  position  in  each  highlighted 
box  is  unimportant.  The  foveal  agent  has  limited  sensing  capabilities.  The  objective  is  for  the  agent 
to  interrogate  and  extract  spatial  patterns  in  a  scale  space  foshion  with  a  minimum  amount  of  in¬ 
terrogations  (saccades)  and  computation. 
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Figure  4,  Simulated  Recognition  Problem 


Figure  5.  Foveal  sensor  with  high  acuity  center  and  reduced  acuity  surround 


The  foveal  agent  is  equipped  with  a  sensor  with  five  receptive  fields,  shown  in  Figure  5,  that  it  can 
manipulate  using  a  given  set  of  four  control  actions.  These  actions  can  steer  the  sensor  in  four  com¬ 
pass  directions:  left,  right,  up,  and  down.  The  center  receptive  field  has  a  higher  resolution  capable 
of  encoding  the  type  of  a  feature  and  its  precise  location.  The  peripheral  sensing  device  has  a  low 
resolution  and  can  only  encode  presence  or  absence  of  a  feature  within  its  receptive  field.  For  sim¬ 
plicity  we  will  assume  that  only  one  feature  type,  -1  or  1,  may  be  present  in  any  highlighted  box. 

One  can  pose  gaze  control  for  the  ATR  task  as  a  learning  problem  in  many  different  ways.  In  this 
report  gaze  control  for  active  vision  is  formulated  as  a  reinforcement  learning  problem.  The  short- 
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term  reward  for  each  action  is  zero  except  the  one  that  leads  to  a  target  recognition.  An  alternative 
reward  structure  is  on-line  reinforcement,  which  accelerates  convergence  of  the  value  function 
[Bandera96].  The  performance  measure  is  total  discounted  reward  received  over  time.  Thus,  the 
optimal  perfomiance  according  to  this  metric  is  for  the  agent  to  choose  the  shortest  gaze  (saccades) 
sequence  required  for  a  target  recognition. 


4.4  Simulation  Results 

This  section  reports  the  experimental  results  of  the  SARSA  algorithm  combined  with  recurrent  net¬ 
works  for  learning  optimal  gaze  control  in  the  foveal  ATR  problem  described  in  Section  4.3. 
Through  these  experiments,  we  expect  to  gain  more  insight  into  how  well  these  learning  systems 
work  under  different  conditions.  The  experiment  consisted  of  a  series  of  trials.  A  trial  here  is  a  se¬ 
quence  of  gazing  fixations.  A  fixation  sequence  begins  with  the  active  sensor  pointing  at  a  starting 
location  within  the  region-of-interest.  It  ends  when  all  four  features  are  detected  and  classified. 

After  some  experimentation,  we  settled  on  an  Elman  network  with  ten  input  units,  six  hidden  units, 
six  context  units,  and  one  output  unit  that  encodes  action  values  for  a  given  state-action  pair.  Note 
that  the  number  of  hidden  units  could  have  been  determined  via  cross-validation.  The  input  units 
are  as  follows: 


•three  units:  These  are  the  inputs  to  the  center  sensing  device.  One  encodes  information  about 
the  feature  being  detected.  Two  units  encode  the  location  of  the  feature. 

•four  units:  Each  represents  a  feature  being  detected  by  each  of  the  peripheral  sensors. 

•two  units:  These  encode  4  control  actions. 

•one  unit:  The  bias  unit  is  always  on. 

The  weights  are  initialized  to  lie  between  -0. 1  and  0.1  and  updated  after  each  gaze.  This  is  in  direct 
analogy  to  the  typical  weight  update  procedure  in  neural  networks  where  weights  are  updated  ac¬ 
cording  to  the  stochastic  gradient  or  incremental  procedure  instead  of  the  total  gradient  ntle 
[LeCun91].  That  is,  updates  take  place  after  each  presentation  of  a  single  exemplar  without  aver¬ 
aging  over  the  whole  training  set.  Both  empirical  and  theoretical  studies  show  that  the  stochastic 
gradient  rule  converges  significantly  faster  than  the  total  gradient  rule,  especially  when  training  set 
contains  redundant  information. 

There  are  several  procedural  (meta)  parameters  that  have  to  be  determined  experimentally:  the  dis¬ 
counted  factor,  the  weighting  parameter,  and  the  learning  rate.  Values  for  these  parameters  were 
0.9,  0.3,  and  0.5  respectively.  The  experimental  tests  showed  that  good  performance  can  be  ob¬ 
tained  under  wide  range  of  these  parameter  values.  In  addition,  during  training  the  agent  employs 
an  £-greedy  policy  to  ensure  sufficient  exploration.  An  £-greedy  policy  is  one  that,  at  each  state, 
chooses  greedy  actions  (1  -  £)  percent  of  time  and  random  actions  £  percent  of  time.  In  the  exper¬ 
iments  reported  within  this  paper,  £  was  chosen  to  be  0. 1 5  throughout.  Convergence  to  the  optimal 
policy  in  each  case  was  attained  within  15,000  trials. 

An  additional  experiment,  whose  detail  we  omit  here,  was  carried  out  in  which  some  feature  loca¬ 
tions  in  highlighted  boxes  were  perturbed.  The  intent  here  was  to  model  noise  sensor  reading  and 


625-9160004 


22 


A  Reinforcement  Learning  Approach  to  Control 


possible  distortion  in  a  perception  process  under  real-world  conditions,  and  to  evaluate  the  robust¬ 
ness  of  the  learned  gaze  control  policy.  The  result  showed  that  the  same  gaze  sequences  were  in¬ 
deed  recommended  by  the  control  policy,  illustrating  the  generalizing  capability  of  the  learning 
system. 

To  view  these  results,  the  learning  curve  for  this  system  was  graphed  in  Figure  6.  As  a  comparison, 
the  performance  of  Q-leaming  as  a  function  of  time  was  also  graphed.  The  learning  curves  were 
an  average  over  10  runs.  Both  algorithms  used  the  same  sets  of  initial  random  weights.  Figure  5 
shows  clearly  the  superior  performance  of  S  ARSA  over  Q-leaming.  Furthermore,  SARSA  exhibits 
more  stable  behavior  than  Q-leaming  despite  the  fact  that  both  employed  the  same  £-greedy  policy. 
The  result  is  consistent  with  prior  empirical  studies  by  others.  In  addition,  to  the  best  of  the  authors’ 
knowledge,  this  is  the  first  documented  empirical  study  that  combines  SARSA  with  recurrent  neu¬ 
ral  networks. 


Number  of  Trials 

xlOOO 

Figure  6.  Gaze  control  policies  based  on  SARSA  and  Q  learning 


4.5  Discussion 

We  have  presented  a  history-based  reinforcement  learning  method  for  the  control  of  active  vision 
gazing.  The  associated  simulation  results  support  the  judgement  that  reinforcement  learning  is  a 
feasible  learning  instrument  for  use  in  gaze  control  in  autonomous  or  semi-autonomous  platforms. 

Reinforcement  learning,  in  conjunction  with  relevant  history  features  also  learned  by  reward  and 
punishment,  is  capable  of  solving  active  perception  tasks  where  perceptual  aliasing  is  prevalent  and 
poses  significant  challenges  to  traditional  reinforcement  learning  methods.  Our  results  show  that 
for  a  simple  (token)  gaze  control  problem,  the  optimal  strategy  in  a  partially  observable  Markov 
environment  can  be  successfully  learned  using  this  approach  without  training  periods  of  undue 
length.  In  addition,  comparing  reinforcement  learning  methods,  it  was  found  that  SARSA  offers 
significant  improvements  in  learning  speed  and  reliability  over  Q-learning  in  this  environment. 
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History-based  reinforcement  learning  for  gaze  control  provides  large  advantages  over  non-learning 
control  methods  in  terms  of  adaptability,  efficiency,  reliability,  and  apparent  commercial  feasibil¬ 
ity.  Having  been  shown  feasible  for  a  token  problem  with  relatively  few  states,  scalability  to  more 
practical  gaze  control  problems  must  be  considered.  This  is  the  subject  of  the  next  section. 
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Section  5:  Scaling  Up  -  Partial  States  and  Fixed  Features 


To  approach  optimality,  a  decision  process  must  be  aware  of  its  current  state  at  each  decision 
event.  POMDPs  are  decision  processes  in  which  the  current  observation  does  not  specify  the  pro¬ 
cess  state  completely.  History-based  approaches  to  reinforcement  learning  in  POMDPs  attempt  to 
narrow  the  gap  between  the  available  and  the  required  data  by  mapping  the  past  observation 
sequence  into  a  smaller  dataset  of  history  features.  These  history  features  augment  the  current 
observation,  or  features  extracted  from  the  current  observation,  together  forming  a  quasi-state  for 
purposes  of  defining  evaluation  functions  and  credit  assignment  in  reinforcement  learining. 

Let  xe  X  indicate  a  state  of  the  process  and  5(A-)e  S  a  quasi-state  description  of  the  process  (concat¬ 
enation  of  current  observation  features  and  history  features)  while  in  state  x.  If  no  information 
from  past  or  current  observations  which  is  relevant  to  current  or  future  optimal  decisions  is  lost  in 
the  process  of  compressing  the  full  observation  sequence  into  the  selected  features,  the  maximum 
expected  discounted  return  (as  in  eqn.  4)  will  satisfy 

F  (5(x))  =  V\x) 

and,  by  the  principle  of  optimality,  the  optimal  policy  7C*  can  be  determined  from  the  evaluation 
function  V*  defined  over  the  set  of  quasi-states  se  S  no  less  than  over  the  actual  state  space  xe  X. 

One  choice  of  quasi-state  which  clearly  guarantees  that  there  is  no  loss  of  relevant  information  is 
to  use  the  entire  past  and  current  observation  sequence  as  the  set  of  features.  While  guaranteeing 
eventual  optimality,  this  strategy  is  practical  only  in  small  problems  in  which  the  size  of  this 
dataset  is  acceptably  limited.  In  the  token  detection  problem  developed  in  the  previous  section, 
each  past  observation  can  be  encoded  in  2  bytes  (3  bits  for  the  high  acuity  zone,  7  to  encode  all  the 
low  acuity  zones,  and  6  for  position  of  the  sensor).  There  are  at  most  36  past  sensor  positions,  thus 
the  entire  history,  however  long,  may  be  stored  in  a  data  array  no  bigger  than  72  bytes. 

For  larger  problems  some  loss  of  relevant  information  is  inevitable.  The  approach  of  the  previous 
section  was  to  use  an  Elman  net  both  to  iterate  towards  optimal  features  and  to  use  its  current 
quasi-state  to  define  evaluation  functions  and  rewards.  If  the  compression  of  observation 
sequence  to  feature  set  is  too  great,  it  may  be  anticipated  that  this  process  will  be  slow.  Addition¬ 
ally,  if  the  features  include  a  memory  trace  spanning  many  observations,  the  Elman  net  will  (at 
best)  exhibit  slow  convergence  toward  appropriate  weight  values. 

The  fundamental  problem  is  that  learning  a  task-efficient  unconstrained  lossy  state  data  compres¬ 
sion  mapping  simultaneous  with  learning  accurate  evaluation  functions  based  on  the  quasi-states 
is  difficult  in  higher  dimensional  spaces.  Unguided  by  domain  knowledge,  the  initial  feature 
selection  is  likely  to  be  so  poor  that  the  evaluation  functions  learned  are  of  little  value  in  refining 
the  feature  selection  (Elman  context  unit  weights).  Thus  the  entire  learning  process  resembles  a 
random  walk  through  the  high-dimensional  cross-space  of  features  and  evaluation  functions. 

For  such  problems  it  may  be  possible  to  define  useful  fixed  features  based  on  prior  domain 
knowledge.  For  instance,  if  we  are  using  a  camera  with  limited  field  of  view  to  search  for  ran- 
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domly  dispersed  squares  in  a  large  static  field  of  regard  we  should  remember  where  it  is  that  right 
angles  are  observed.  Other  edge  patterns  are  not  relevant  to  this  task  and  need  not  be  retained.  The 
only  other  feature  useful  to  encode  is  the  location  of  each  observation,  so  we  do  not  revisit 
mapped  regions  of  the  field  of  regard.  Given  these  features  characterizing  the  cuirent  observation 
and  the  observational  history,  we  have  all  information  from  present  and  past  observations  relevant 
to  the  decision  problem.  While  good  feature  selection  strategies  such  as  this  are  often  easily 
derived  from  domain  knowledge,  it  might  be  a  very  long  training  period  indeed  before  a  general 
learning  algorithm  deprived  of  domain  knowledge  and  driven  only  by  rewards  and  punishments 
settles  on  acceptable  feature  definitions. 


5.1  Problem  Description 

In  this  subsection  a  scaled-up  gaze  control  problem  is  posed.  The  agent  is  equipped  with  an  active 
vision  sensor  that  it  can  orient  using  a  given  repertoire  of  control  actions.  The  goal  is  a  gaze  con¬ 
trol  strategy  that  will  detect  a  specific  pattern  (the  target)  efficiently,  i.e.  with  least  cost.  Cost  may 
be  scored  as  time-to-target  (number  of  frames  of  data  processed  on  average  before  a  target  is  suc¬ 
cessfully  found),  travel-to-target  (minimum  total  angular  slew  of  the  optical  axis),  or  some  combi¬ 
nation  of  these  measures.  The  environment,  or  set  of  pixels  which  may  be  searched,  is  modeled  as 
a  a  square  two  dimensional  lattice  of  binary  white  noise.  The  target  is  defined  as  a  specific  3x3 
binary  pattern,  and  the  control  actions  limited  to  a  few  North-South  or  East- West  movements  of 
the  optical  axis  of  the  system.  The  details  of  this  problem  are  specified  in  the  following  para¬ 
graphs. 

The  environment  that  the  agent  is  to  search  is  a  large  planar  lattice  of  square  pixels.  The  binary 
value  (0  or  1)  of  the  pixel  is  the  result  of  repeated  Bemoulli  trials  with  equal  probabilities  P(0)  = 
P(l)  =  0.5,  all  pixel  values  are  independent.  Thus  the  whole  scene  can  be  desjcribed  as  white  noise 
with  binary  independent  identically  distributed  (BUD)  pixels.  The  specific  target  that  the  agent 
will  search  for  is  defined  by  the  3x3  binary  template  in  Figure  7(a).  Note  that  this  target  has  a 
mean  value  of  8/9  as  opposed  to  the  expected  background  of  1/2.  The  difference  in  this  statistic 
will  be  a  useful  cue  when  the  target  is  viewed  at  low  resolution.  Note  also  that  the  targets  are  not 
superposed  on  the  background  after  the  background  has  been  generated,  they  are  simply  part  of 
the  BDD  scene.  Thus  the  probability  of  a  given  pixel  location  being  the  center  of  a  target  is 
exactly  (1/2)^.  A  50x50  scene  is  shown  as  Figure  7(b),  with  the  centers  of  the  four  targets  found  in 
this  scene  indicated. 


1 

1 

1 

1 

0 

1 

1 

1 

1 

Figure  7(a).  Numerical  and  graphical  representation  of  the  target  template 
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Figure  7(b).  A  50x50  sample  environment  and  its  target  distribution 


The  signal  to  noise  ratio  (SNR)  is  next  computed.  For  the  problem  as  described,  the  signal  Sy  con¬ 
sists  of  a  random  set  of  targets  (as  shown  in  Figure  7a)  against  a  white  (0  valued)  background,  and 
the  noise  njj  is  the  remainder  of  the  BIID  scene  Xy  as  in  Figure  7(b): 


The  mean  and  second  moment  of  the  signal  and  the  noise  ny  may  be  calculated  combinatorially. 
Expanding  the  expected  values  for  this  stationary  binary  random  field, 

Esij  =  ESi^=\xP(Sif=\) 

Enij  =  Eujj^  =  1  X  P(«y=l) 

The  event  {.5^=1 }  that  the  signal  pixel  at  (/,/)  equals  one  (is  black)  is  the  event  that  the  center  pixel 
of  a  target  happens  to  be  one  of  the  eight  nearest  neighbors  of  the  point  (i.j).  Consider  a  5x5  array 
of  pixels  centered  at  To  evaluate  the  probability  of  this  event  we  count  the  number  of  primi¬ 
tive  outcomes  associated  with  it.  First  consider  the  number  of  outcomes  consistent  with  a  target 
northwest  (NW)  of  (ij).  i.e.  centered  at  the  location  (i-l  J+1).  There  are  2^^'^  =  2*^  such  distinct 
binary  5x5  arrays.  There  are  2*^  outcomes  with  a  target  NE,  of  which  have  already  been 
counted  (contain  both  NW  and  NE  targets).  Thus  the  number  of  primitive  outcomes  with  targets 
NW  or  NE  is  2*^  +  (2^^  -  2^®).  Continuing,  there  are  2*^  outcomes  with  SE  targets,  of  which  2‘ 
have  already  been  counted  in  each  of  the  two  previous  cases,  so  2  ^  -  2x2  +  2  primitive  out¬ 

comes  must  be  added  (the  last  term  corrects  for  counting  duplicates  twice  since  there  ^e  2  out¬ 
comes  with  targets  in  all  three  of  the  NW,  NW  and  SE  comers).  The  SW  case  adds  2  -  3x2  + 

3x2'^  -  1  primitive  outcomes.  Adding,  there  are 

4x2'^ -4x2'°  + 4x2^ -1  =258,111 

primitive  outcomes  of  5x5  binary  arrays  with  targets  to  the  NW,  NE,  SE  or  SW  of  the  central 
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pixel.  The  set  of  binary  arrays  with  targets  centered  N,  E,  S,  or  W,  can  be  constructed  by  reorder¬ 
ing  the  pixel  locations  of  the  set  of  those  centered  NW,  NE,  SE  and  SW,  so  the  total  number  of 
primitive  outcomes  with  a  target  centered  at  one  of  the  eight  nearest  neighbors  of  (ij)  is  double 
the  above,  and 


P(5y=l)  =  (2  X  258,1 11)  /  2-5  =  0.01538 


Note  that  the  sample  environment  depicted  in  Figure  7(b)  is  consistent  with  this  value,  since  the 
four  target  instances  found  comprise  29  black  pixels  out  of  2500.  Substituting  (4)  into  (2)  we 
compute  the  SNR  to  be: 


SNR 


^  ^  Esfj  - 

Enfj-{Enij)^ 


0.01538-0.01538^ 
0.5 -0.5^ 


0.06057 


Thus  the  SNR  is  thus  -12.2  dB,  a  relatively  low  value  for  reliable  target  detection. 

We  experimented  with  both  uniform  resolution  and  multi-resolution  sensors.  The  foimer  contains 
a  3x3  array  of  sensor  lattice  sites  (pixels),  the  latter  consisted  of  a  3x3  fovea  surrounded  by  a  ring 
of  resolution  cells  or  “rexels”  each  9  pixels  large  as  depicted  in  Figure  8.  Each  of  the  rexels  pro¬ 
duces  a  single  output  value,  the  sum  (or  average)  of  the  9  pixel  values  within  its  receptive  field. 


Figure  8.  l-ringed  undivided  exponential  foveal  sensor  (radix  3) 
with  partial  coverage  of  outer  ring 

Note  that  the  presence  of  a  target  exactly  registered  in  one  of  the  low-resolution  rexels  outside  the 
fovea  is  signalled  by  a  high  rexel  value,  8  out  of  a  maximum  of  9  (or  8/9  if  the  average  rather  than 
total  value  is  reported  by  these  rexels).  This  value  does  not  guarantee  target  present,  however, 
since  there  are  8  non-target  patterns  that  would  yield  the  same  rexel  value. 
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5.2  Actions 

Three  different  sets  of  control  action  were  used  to  simulate  the  agent’s  capacity  to  steer  the  visual 
sensor.  These  actions  translate  the  fixation  point,  the  location  in  the  scene  imaged  at  the  center  of 
the  fovea,  as  follows: 

Set  A:  Move  N,  E,  S  or  W  a  distance  of  1-3  pixels. 

Set  B:  Move  N,  E,  S  or  W  a  distance  of  1-5  pixels. 

Set  C:  Move  along  the  8  principal  compass  directions  1-3  pixels 

A  cost  is  associated  with  each  action  that  the  agent  performs.  The  goal  is  to  minimize  the  dis¬ 
counted  cumulative  cost  to  first  detection  of  an  instance  of  the  target.  Specifically,  the  cost  is : 

n-l 

J=  XT'(C,|a(i)l  +  Cj) 

i  =  0 

where  a{i)  is  the  action  taken  at  the  ith  step,  \a(i)\  is  the  distance  moved  by  the  fixation  point  in 
pixels,  C]  and  are  constants  defining  the  relative  importance  of  distance  and  time,  and  n  is  the 
number  of  time  steps  to  first  target  detection.  This  performance  index  reflects  our  interest  in  min¬ 
imizing  time  to  target  acquisition.  The  first  term  models  time  to  slew  the  optical  head,  and  the  sec¬ 
ond  models  fixed  dwell  time  to  process  the  new  fixation. 

Initially,  the  agent’s  visual  sensor  is  aligned  to  a  random  location  in  the  scene.  The  agent  receives 
a  frame  of  data  from  the  sensor,  and  selects  an  action.  Upon  execution  of  that  action  and  receipt  of 
the  next  frame  of  data,  either  a  penalty  or  a  scalar  reward  value  is  received  depending  on  whether 
a  target  has  been  registered.  This  perception-action  sequence  continues  until  a  target  is  detected  or 
the  search  is  declared  terminated  with  failure  due  to  hitting  hard  time  or  space  bounds.  In  any  of 
these  cases,  the  trial  is  declared  complete  and  its  results  recorded. 

The  gaze  control  policy  (action  selection  strategy)  will  be  modified  and  improved  as  the  agent 
continues  interacting  with  the  environment.  The  goal  of  the  agent  is  to  converge  toward  an  opti¬ 
mal  policy  minimizing  the  cost  function  7. 


5.3  Reference  Policies 

Before  considering  reinforcement  learning  approaches  to  this  problem,  a  pair  of  comparison  or 
reference  policies  not  based  on  learning  are  described.  The  performance  of  these  policies  will 
serve  as  a  basis  of  comparison  for  the  reinforcement  learning  results. 

To  establish  a  performance  floor,  random  walk  experiments  using  the  action  sets  A,  B  and  C 
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described  in  Section  5.2,  with  a  uniform  resolution  3x3  sensor,  were  performed.  For  each  trial,  the 
sensor  is  initially  fixated  at  a  random  location  in  the  environment  and  the  agent  randomly  selects 
an  action  from  the  selected  action  set  with  uniform  probabilities,  repeating  until  the  target  is 
detected  (registered  with  the  sensor)  or  the  limit  of  saccades  is  reached.  When  a  target  is  found  or 
the  saccade  limit  reached,  the  trial  is  complete.  The  results  of  100  trails  averaged  for  each  of  the 
action  sets  is  shown  in  Table  1 . 


Table  1:  Unconstrained  random  policy  performance 


Results  of 
100  Trials 

Distance  to  target  (pixels) 

Time  to  target  (fixations) 

Set  A 

1236.77 

616.90 

SetB 

1351.82 

450.28 

SetC 

1182.20 

589.62 

A  second,  and  better,  non-learning-based  policy  was  employed  in  order  to  provide  a  stringent 
baseline  against  which  to  evaluate  the  performance  of  the  reinforcement  learning  strategies.  The 
policy  is  based  on  perfect  recall  of  all  past  perceptual  data.  Actions  are  chosen  to  maximize  the 
true  probability  of  immediate  one-step  target  detection,  with  no  exploration,  and  this  policy  is 
therefore  called  the  greedy-immediate  policy.  It  assumes  the  agent  possesses  unlimited  memory, 
remembering  all  past  perceptions  exactly.  Given  a  perception,  for  every  pixel  (i,j)  in  the  entire 
scene,  the  value  of  PjcC'./).  the  probability  that  pixel  is  a  target  center  given  the  complete  past 
sequence  of  perceptions,  is  evaluated.  Initially  all  such  probabilities  are  set  at  2  ^  since  all  512 
3x3  binary  patterns  are  equally  likely  everywhere.  Upon  each  new  perception,  after  all  pixel  tar¬ 
get  probabilities  are  updated,  the  agent  will  choose  the  action  that  will  saccade  to  the  fixation 
point  with  the  maximum  probability  of  being  a  target  center  among  all  pixels  reachable  in  a  single 
move.  If  there  are  several  such  best  one-step  candidate  fixation  points,  one  is  selected  at  random. 

Define  the  set  of  pixels  Y={(/,7))  contained  in  a  given  perception,  augmented  by  their  immediate 
nearest  neighbors,  as  the  update  set  U  =  {  (i+kJ+1):  l/d,  I/I  <  2}.  Only  pixels  ii,j)e\J 

require  updating,  since  the  new  perception  contains  no  data  relevant  to  the  remaining  P fcii,/)  val¬ 
ues.  For  each  (i,y)e  U  the  probability  Prcihj)  that  pixel  location  (ij)  is  the  center  of  a  target  is 
updated  as  follows.  Let  PgiU)  be  the  probability  that  pixel  (/,y)  is  black  and  Pwii,j)  =  i-PgUj)  the 
probability  it  is  white.  After  a  given  perception,  every  pixel  in  the  scene  is  in  one  of  three  states: 
known  to  be  black  Pfi(ij)=l,  known  to  be  white  Pwii.j)  =  1  or  as  yet  unobserved  Pg{i,j)  =  P^Uj) 
=  1/2.  For  each  (/,y)eU  compute  PtcHJ)  as  the  nine-way  product  of  Pwii,j)  and  [Pg{i+k,j+[)',  1^1, 
I/I  <  2}.  Thus  for  instance  if  ii,j)  is  known  to  be  black,  or  any  of  the  eight-nearest-neighbors  of  (/,j) 
are  known  to  be  white,  the  location  (/,/)  cannot  be  a  target  center  and  PTcii,j)=0.  In  general  if  m  of 
the  nine  pixels  centered  at  (i,j)  are  known  to  be  of  the  right  color  for  a  target  (white  for  (ij),  black 
for  the  remaining  pixels),  none  of  the  wrong  color,  and  the  remaining  ones  unknown,  P Tcii,j)  = 

2m-9 


625-9160004 


30 


A  Reinforcfiment  Learning  Approach  to  Control 


The  perfoiTnance  of  the  greedy-immediate  policy  was  explored  in  a  second  set  of  numerical 
experiments.  Action  set  A  (move  1 ,  2  or  3  pixels  N,  E,  S  or  W)  was  selected  for  these  experi¬ 
ments.  Two  different  perception  geometries  were  simulated:  a  small  3x3-pixel  uniform  resolution 
sensor,  and  a  wide  FOV  sensor  containing  five  such  arrays  in  the  cross  pattern  shown  in  Figure  9. 

Comparing  Table  1  and  Table  2,  as  expected  the  greedy-immediate  policy  performs  much  better 
than  the  unconstrained  random  policy.  Indeed,  these  two  non-learning-based  heuristic  policies, 
one  a  random  policy  totally  lacking  in  goal-directed  strategy,  and  the  other  the  presumably  near- 
optimal,  may  be  anticipated  to  bracket  the  performance  of  any  interesting  learning  algorithm. 


Figure  9.  Wide  FOV  uniform  resolution  sensor  geometry 
Table  2:  Greedy-immediate  policy  performance 


Results  of  100  Trials 

3x3  uniform  resolution  sensor 

Distance  to  target  (pixels) 

336.16 

Time  to  target  (fixations) 

168.94 

Wide  FOV  sensor 

338.48 

167.79 

5.4  Fixed  Feature  Algorithms  Tested 

If  practical  necessity  persuades  us  to  abandon  guarantees  of  convergence  based  upon  the  Mark¬ 
ovian  assumption,  a  partial  state  dervied  from  current  and  history  features  may  be  used.  “Percep¬ 
tion-state”  spaces,  or  feature-based  compressed  descriptions  of  the  current  observation,  may  be 
defined  in  various  ways.  For  the  3x3  uniform  resolution  sensor,  two  perception-state  spaces  are 
proposed.  The  first  one,  designated/ramc  space,  is  the  limiting  uncompressed  case  and  consists  of 
the  complete  current  perception.  The  second  perception-state  space  for  the  3x3  sensor  is  con¬ 
structed  by  extracting  and  then  enumerating  certain  features  of  the  current  frame,  and  the  number 
of  these  perception-states  is  much  less  than  that  for  frame  space.  This  space  will  be  referred  to  as 
feature  space.  It  is  assumed  that  the  agent  can  preprocess  perceptual  data  to  extract  specificed  fea¬ 
tures.  A  search  is  conducted  along  the  4  compass  directions  to  determine  if  there  is  a  1/3  partial 
match,  2/3  partial  match  or  no  match  of  the  target  template.  These  four  values  constitute  the  fea¬ 
ture  set.  Since  there  are  3  possibilities  for  each  of  the  4  directions,  the  total  number  of  states  in 
feature  space  is  3“^  =  8 1 . 
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Compass  Direction  : 


2/3  match  of  target : 


1/3  match  of  target : 


East 


South  West 


North 


?  7  ? 


No  match  of  target : 


None  of 
Above 


None  of 
Above 


None  of 
Above 


None  of 
Above 


Figure  10.  Feature  components  for  the  construction  of  the  feature  space  (81  possible  states  in 

total).  pixelstands  for  don’t  care  condition 


A  modified  version  of  the  wide  FOV  sensor  shown  previously  in  Figure  9  was  also  considered.  In 
order  to  determine  the  value  of  having  a  lower-resolution  set  of  rexels  around  the  fovea,  the  nine 
pixels  in  each  of  the  four  peripheral  3x3  regions  are  combined  to  a  single  rexel  outputting  a  single 
value  corresponding  to  the  number  of  black  pixels  within  its  scope.  The  resulting  sensor  geometry 
is  shown  in  Figure  1 1 . 


Figure  11.  Modified  version  of  the  wide  FOV  sensor  with  a  3x3  fovea  and  4  rexels  along  the 

four  principal  compass  directions 


Note  that  the  original  wide  FOV  sensor  has  2'^^=3. 52x10^^  distinct  states,  too  many  rows  for  a 
practical  Q-value  look-up  table.  The  modified  sensor  of  Figure  1 1  has  10  distinct  values  0-9  for 
each  of  the  four  peripheral  rexels  and  2  values  for  each  of  the  9  foveal  pixels  for  a  total  of  2^x10^ 
=  5.12x10^  states  (rows),  a  reduction  of  more  than  seven  orders  of  magnitude,  but  still  too  many. 
A  perception-state  space  for  this  sensor  which  is  similar  to  the  feature  space  described  previously 
is  constructed  as  follows: 

(1)  The  9  foveal  pixels  are  preprocessed  to  determine  the  degree  of  partial  match  to  the  target  in 
the  N,  E,  S  and  W  compass  directions.  The  direction  and  magnitude  (0, 1/3  match,  2/3  match)  of 
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the  two  best  matches  are  stored  in  order  as  the  foveal  substate.  29  distinguishable  foveal  substates 
are  obtained  in  this  fashion.  Examples  of  these  substates  are  shown  in  Figure  12. 


Foveal  View;  _ _ _  ^  — —  |  |  j  | 

Fovea  substate:  N2  S2  N2  El  E2  SI  Et  W1  N1  0 

Figure  12.  Examples  of  some  of  the  fovea  substates.  The  letters  stands  for  the  direction  of  the 
match,  the  number  stands  for  the  match  degree,  {2)13  match,  {1)13  match  and  Ofor  no  match 

(2)  The  peripheral  rexel  values  are  quantized  into  the  following  four  sets  depending  upon  their 
value  (number  of  black  pixels): 


7-9  — >D  (very  Dark) 

5-6  — >d  (dark) 

3-4  — >1  (light) 

0-2  — >L  (very  Light) 

The  quantized  values  of  the  two  rexels  located  in  the  directions  of  the  two  best  foveal  matches 
included  in  step  1  above  are  appended  to  the  foveal  substates  to  complete  the  construction  of  the 
perception-state.  An  example  is  shown  in  Figure  13.  Since  there  are  4  quanta  for  each  of  the  two 
corresponding  rexels,  the  total  number  of  distinct  perception-states  is  29  x  4  x  4  =  464.  This  is  a 
manageable  number  of  rows  for  a  Q-value  look-up  table. 


Foveal  Sensor  View: 


4 

00 

3 

2 

Perception  State  quadiiiplet:  <  S 1 ,  W 1 ,  L,  D  > 


Figure  13.  Example  of  a  perception-state.  The  number  represents  rexel  value 


This  mapping  is  certainly  lossy,  with  the  5.12x10^  distinct  states  supplying  more  information  of 
use  to  target-seeking  than  the  464  perception-states.  Previous  experiments  showed,  however,  that 
effective  actions  tend  to  move  the  fixation  point  in  the  direction  of  best  match,  that  is,  the  most 
likely  direction  to  find  a  near-by  target.  Knowledge  of  the  rexel  value  in  such  a  direction  is  some- 
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times  useful,  for  instance  if  there  is  a  H'h  foveal  match  in  the  N  direction  but  the  rexel  in  that 
direction  has  a  value  of  0,  1  or  2  there  cannot  be  a  target  found  by  moving  one  pixel  to  the  north. 
Most  of  the  time  the  rexel  value  will  be  light  or  dark,  but  not  very  light  or  very  dark,  and  thus 
yield  a  weak  cue  only.  Thus  it  is  anticipated  that  the  performance  of  this  sensor  will  be  some 
improvement  over  the  performance  of  the  3x3  sensor  not  perceiving  this  cue,  but  not  a  great 
improvement. 

To  complete  the  partial  state  description,  history  features  must  be  selected  to  augment  the  percep¬ 
tion-state.  In  the  present  case,  the  most  important  history  feature  is  the  list  of  locations  of  all 
nearby  previous  observatons,  or fixation-window.The  agent  keeps  a  WxW  bit  sliding  window  cen¬ 
tered  at  the  current  location  marking  those  nearby  locations  that  have  been  visited  since  they 
come  into  the  fixation-window  range.  This  will  be  used  to  constrain  fruitless  revisits  to  regions 
already  adequately  explored  and  found  to  be  empty  of  targets.  While  other  history  features  are  rel¬ 
evant,  such  as  previously  acquired  partial  match  scores,  these  are  not  strong  determinants  of  opti¬ 
mal  or  near-optimal  policies  and  were  not  considered  further. 

Feedback  signals  are  generated  as  soon  as  the  agent  takes  an  action.  A  unit  positive  reward  is 
assigned  only  when  the  agent  has  successfully  detected  a  target  at  full  resolution  (ie.  in  its  fovea). 
A  unit  negative  reward  or  punishment  associated  with  the  cost  function  described  in  Section  5.2 
will  be  applied  if  the  current  action  fails  to  yield  a  target  detection. 

The  discount  factor  y  is  used  to  determine  to  what  degree  rewards  in  the  future  effect  the  current 
policy  choices.  In  this  problem,  due  to  the  unavailability  of  detailed  history,  the  task  of  target 
detection  is  similar  to  a  reflexive  behavior,  less  like  planned  behavior  along  a  path.  These  reflex¬ 
ive  behaviors  constitute  quick  reactive  saccades  in  response  to  the  most  recent  feature  space 
value.  Since  previous  quasi-states  have  little  coirelation  to  future  successes  given  the  present,  a 
low  discount  factor  in  the  range  0. 1-0.2  was  used. 

The  Q-learning  algorithm  implemented  here  selects  action  a  from  perception-state  s  with  the  best 
Q-value  Q(s,a).  In  order  to  drive  sufficient  exploration  of  all  the  state-action  pairs  and  to  avoid 
trapping  inside  infinitely  repeated  inferior  action  loops  without  new  policy  choices,  the  actions  in 
the  reported  experiments  are  selected  probablilistically  based  on  Q-values  using  a  Boltzmann  dis¬ 
tribution.  Given  a  perception-state  s,  the  corresponding  action  a  is  chosen  with  the  probability: 

Q(s,  a)/T 

P{a)  =  — ^ - 

^  ^Q(s,a)/T 

ae  A 

where  A  is  the  set  of  all  available  actions  (Action  set  A  in  this  token  problem)  and  T  is  the  compu¬ 
tational  temperature  parameter  that  controls  the  trade-off  between  exploitation  and  exploration. 
The  action  with  the  largest  Q-value  is  more  likely  to  be  selected,  while  actions  other  than  that  one 
also  have  a  chance  to  be  selected.  T  is  decreased  over  time  by  a  cool-down  function  as  exploration 
gives  way  to  exploitation. 
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5.5  Results 

The  experiments  are  divided  into  two  groups.  The  first  uses  no  memory  features,  and  is  referred  to 
as  standard  Q-leaming.  The  second,  referred  to  as  the  fixation-window  approach,  employs  the 
fixation-window  history  features  desribed  in  Section  5.4.  Results  from  the  two  approaches  will  be 
compared.  Moreover,  both  perception-state  spaces  (frame  space  and  feature  space)  will  be  used  to 
better  understand  the  realtionship  between  learning  efficiency  and  feature  selection  in  the  current 
environment. 

Performance  is  measured  by  averaging  the  total  penalty  for  each  trial.  The  miss  rate  is  calculated 
by  counting  the  number  of  trials  which  failed  to  locate  a  valid  instance  of  the  target  within  2000 
frames  together  with  all  those  trials  whose  fixation  trajectories  crossed  the  spatial  limits  of  the 
environment.  Both  time  to  target  and  miss  rate  indexes  are  tabulated. 

Standard  Q-learning  will  be  considered  first,  using  both  frame  and  feature  spaces.  A  relatively 
large  number  of  trials  (60,000)  were  used  for  training  to  guarantee  adequate  exploration  of  the 
state-action  pairs.  In  this  setup  there  are  512x12  Q-value  table  entries  for  the  frame  space  runs, 
and  81x12  in  the  feature  space  case.  The  computational  temperature  T  tabulated  on  the  top  of  each 
chart)  is  decreased  step-wise  as  indicated.  Please  note  that  on  some  graph  legends  the  term  Old 
State  Space  is  used  synonymously  with  frame  space,  and  New  State  Space  with  feature  space.  The 
results  from  the  experiments  are  summarized  in  the  following  figures. 


Perfromance  for  Ordinary  Q-Learning 
(6  OK  Trials  with  Old  State  Space) 


t=10.0  Tj=5.0  1=2.5  r=1.0  T=0.5  T=D.05 


100  10000  20000  30000  40000  50000  60000 

Number  of  Trlob 


(a) 


(b) 


Figure  14.  Performance  {average  cost  J  overl  0  trials  by  standardard  Q-learning  for  60K  tri¬ 
als  (a)  frame  space  (b)  feature  space 
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Miss  Rate  for  Ordinary  Q-Learning 
(6  OK  Trials  with  Ok)  Stole  Space) 


(a) 


Miss  Rate  for  Ordinary  Q-Learning 
(6  OK  Trials  with  New  State  Space) 

|t=10.0  't=5.0 


o 

o 


I 

M 

(fl 

s 


o.u 


Number  of  Trlnfe 


(b) 


Figure  15.  Miss  rate  by  ordinary  Q-Learning  for  60K  trials  with  (a)  frame  space  (b)  feature 

space 


State  Utilization  for  Old  State  Space 
(No.  of  Access  from  6  OK  Trial) 


(a) 


State  Utilization  for  New  State  Space 
(No.  of  .Access  from  SDK  Trial) 
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Figure  16.  State  utilization  (number  of  access  stof  the  states)  for  (a)  Frame  space.  All  of  the 
512  states  are  utilized)  (b)  Feature  space.  Only  34  out  of  the  81  states  are  utilized,  state  81  reg¬ 
istered  the  highest  number  of  access  since  it  represent  the  no-match  condition  for  all  directions 


It  is  seen  that  results  from  experiments  using  the  two  perception-state  spaces  produce  similar  per¬ 
formance  after  learning.  The  resulting  policies  (when  7=0.05)  demonstrate  an  improved  perfor¬ 
mance  over  unconstrained  random  behavior,  the  mean  total  time  is  reduced  from  around  1000 
steps  to  around  500  steps.  On  the  other  hand,  due  to  the  dynamic  environments  (a  new  scene  for 
each  trial)  and  the  violation  of  the  Markov  assumption,  Q-leaming  is  somewhat  slow  to  converge; 
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the  resulting  policy  can  have  a  performance  of  100  steps  for  some  cases  while  as  much  as  around 
1500  steps  for  others.  The  same  event  is  observed  by  plotting  of  the  miss  rate:  though  the  agent  is 
more  capable  of  detecting  targets  (after  learning  mean  miss  rate  reduced  from  0.07  to  0.01),  the 
resulting  policy  also  saw  the  miss  rate  vary  between  0  and  0.02. 

It  is  seen  in  Figure  16  that  the  states  in  frame  space  are  accessed  at  about  the  same  level,  this  is 
mainly  because  the  binary  scene  pixel  values  are  generated  with  equal  probability  (BUD).  On  the 
contrary,  only  34  out  of  the  81  possible  states  from  the  feature  space  are  accessed  at  all,  which 
reflects  the  mutual  exclusivities  among  the  features  for  building  up  the  state  space  and  that  some 
feature  states  do  no  exist  (e.g.  Fig  17).  It  is  also  interesting  to  note  that  though  34  states  is  a  signif¬ 
icant  reduction  from  512  states  in  characterizing  the  frame  space,  the  performance  is  about  the 
same.  This  implies  the  possibility  of  generalizing  the  input  state  space  and  reducing  the  required 
learning  period.  To  test  this  possibility,  the  experiments  were  performed  again  with  a  much 
smaller  number  of  trials  (2,400  trials). 


Figure  17.  Examples  for  conflicted  features:  states  composed  from  these  conflicted  pairings 
are  impossible  to  exist,  thus  are  not  accessed  during  the  trials.  The  stands  for  don’t  care 

condition 


It  is  seen  in  Figures  18  and  19  that  feature  space  performs  well  even  with  a  small  number  of  trials 
while  frame  space  failed  to  give  a  satisfactory  result  due  to  insufficient  exploration  of  its  much 
larger  number  of  state-action  pairs.  For  comparison  purpose,  the  experiments  were  performed 
again  with  a  much  larger  number  of  trials  (600,000).  These  computationally  intensive  version  of 
the  experiment  resulted  in  a  slightly  improved  performance  with  the  miss  rate  reduced  from  range 
of  0-0.02  to  0-0.01  (Figures  20,  21).  It  is  also  shown  from  Figure  21  that  feature  space  has  a 
slightly  poorer  performance  that  of  the  frame  space,  reflecting  the  fact  that  the  generalized  feature 
space  failed  to  discriminate  some  of  the  distinct  world  states  better  interpreted  in  the  more 
detailed  frame  space  representation  of  perception-states. 
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Performance  for  Ordinary  Q-Leaming 
(2400  Trials  with  Old  State  Space) 


(a) 


Performance  for  Ordinary  Q-Learning 


(2400  Trials  with  New  State  Space) 
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Figure  18.  Performance  using  standard  Q-learning  with  (a)frame  space  (b)  feature  space. 
Lack  of  a  decrasing  trend  in  frame  space  with  T  indicates  inadequate  exploration 


Miss  Rate  for  Ordinary  Q-Learning 
(2400  Trials  with  Old  State  Space) 


(a) 


(b) 


Figure  19:  Miss  rate  by  standard  Q-Learning  for  2400  trials  with  (a)  frame  space  (b)  feature 
space.  Note  good  performance  by  both  even  in  face  of  inadequate  exploration  in  frame  space 

case 
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Figure  20.  Performance  (average  of  total  cost  till  target  is  detected  from  10  trials  at  a  interval 
of 1500  trials)  by  ordinary  Q-learningfor  600K  trials  with  (a)frame  space  (b)  feature  space 


Figure  21.  Miss  rate  (number  of  missed  trials  over  the  number  of  trials  during  the  interval  of 
1500  trials)  by  ordinary  Q-Learning  for  600K  trials  with  (a)  frame  space  (b)  feature  space 


We  next  turn  to  the  the  fixation-window  approach.  This  blocks  the  agent  from  inappropriate 
choices  (revisiting  scene  locations  that  have  been  visited  before  and  which  contain  no  target).  The 
extended  version  (600K)  of  the  experiment  is  initially  performed. 
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Figure  23.  Miss  rate  using  Q-Learning  with  fixation-window  and  (a)  frame  space  (b)  feature 

space 

Comparing  Figures  20  and  22,  the  improvement  in  performance  is  not  significant.  However,  com¬ 
paring  the  miss  rate  indexes  shown  in  Figures  21  and  23,  the  fixation-window  approach  yields  a 
greatly  improved  miss  rate,  even  during  the  phase  of  random  action  selection  (7=10).  Figure  24 
demonstrates  the  overall  improvement,  and  the  comparison  of  the  miss  rate  after  the  learning 
(7=0.05)  in  Figure  25  show  that  the  agent  with  the  combination  of  Q-leaming  and  fixation-win¬ 
dow  perception-state  can  detect  targets  with  a  much  lower  miss  rate  (0.002)  than  the  one  with 
standard  Q-leaning(O.Ol)  in  exploitation  mode. 
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Figure  24.  Comparison  of  the  miss  rate  of 600K  trials  by  standard  Q-learning  and  600K  trials 
by  Q-learning  with  fixation-window.  Both  (a)  frame  space  and  (b)  feature  space  shown  Q- 
learning  with  fixation-window  has  a  lower  miss  rate  than  standard  Q-learning 
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Figure  25.  Comparison  of  the  miss  rate  during  exploration  mode  (T=0.05)from  the  600K  tri¬ 
als  by  standard  Q-Learning  and  Q-Learning  with  fixation-window.  Both  (a)  frame  space  and 
(b)  feature  space  shown.  Q-Learning  with  fixation-window  has  a  lower  miss  rate 


The  shorter  version  of  the  experiment  (60,000  trials)  is  performed  to  test  for  consistency,  and  sim¬ 
ilar  improvements  from  the  fixation-tvindow  approach  over  the  ordinary  Q-learning  are  obtained 
as  expected.  The  combination  of  Q-leaming  and  memory-based  approach  is  demonstrated  to  be 
an  effective  method  for  solving  this  non-Markovian  POMDP  control  problem. 
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Perform,  for  Q-Lsorning  w/  Memory-Mop 
(6 OK  Trials  with  New  State  Space) 

soon 
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Figure  26.  Performance  by  Q-Learning  with  fixation-window  and  (a)  frame  space  (b)  feature 

space 


Figure  27.  Miss  rate  by  Q-Learning  with  fixation-window  with  (a)  frame  space  (b)  feature 

space 


5.6  Discussion 

This  section  develops  algorithms  and  test  results  obtained  in  applying  Q-leaming  strategies  based 
on  features  derived  from  the  current  and  past  perceptions  to  various  forms  and  scales  of  the  gaze 
control  problem  in  active  vision.  These  experiments  tested  target  detection  performance  in  a  rea- 
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sonably  difficult  simulation  environment:  small  target  (9  pixels),  low  SNR  (-12.2  dB),  no  prior 
knowledge  of  the  number  or  locations  of  targets  present,  and  no  structure  to  the  background 
(white  noise)  to  be  exploited  to  eliminate  regions.  The  state  space  was  scaled  to  realistic  dimen¬ 
sions  for  target  detection  applications. 

The  curse  of  dimensionality  precluded  perfect  cumulative  perceptual  memory  retention  needed  to 
permit  Markov  full-state  updating  as  is  required  for  guaranteed  convergence  using  Q-Leaming. 
Only  the  partially-observed  or  perception-state  version  of  this  learning  regime  is  feasible  even  for 
the  most  constrained  versions  of  the  problem.  Both  past  and  current  percept  data  were  compressed 
to  make  for  feasible  state-action  lookup  table  data  structures. 

The  sequence  of  past  observations  was  summarized  in  fixation-window  memory,  in  which  the 
locations  of  all  fixations  within  a  space-bounded  sliding  window  moving  with  the  fixation 
sequence  are  remembered.  This  feature  was  used  to  constrain  the  permissible  actions,  through  the 
simple  rule  that  having  been  determined  not  to  be  a  target,  a  pixel  location  should  not  be  revisited. 
Two  partial  representations  of  the  current  perception  were  employed  as  perception-states  to 
reduce  the  number  of  states  in  the  Q-function  or  evaluation  function  lookup  table:  frame  memory 
and  feature  memory.  The  former  stored  the  previous  percept  just  as  observed,  the  latter  summa¬ 
rized  the  previous  percept  into  a  smaller  number  of  perception-states  indicating  the  degrees  and 
compass  orientations  of  partial  matches  with  the  target. 

Table  3  below  summarizes  our  results.  The  unconstrained  random  policy,  with  no  helpful  heuris¬ 
tics  or  learning  at  all,  is  to  move  at  random,  selecting  the  action  from  among  all  actions  in  the 
action  set  (first  row  of  Table  3).  Using  the  current  percept  as  perception-state  for  policy  selection 
feedback  results  in  a  policy  fully  taking  the  current  percept  into  account,  but  without  any  memory 
of  the  results  of  past  observations,  is  listed  in  the  second  row  of  Table  3  as  Standard  Q-Learaing. 
As  seen,  this  strategy  cuts  either  distance  or  time  costs  roughly  in  half  compared  to  the  random- 
walk  policy.  Adding  fixation-window  memory,  that  is,  memory  of  the  previous  fixation  points 
within  a  sliding  window,  and  using  the  feature  space  representation  of  the  current  percept  leads  to 
the  results  shown  in  the  final  row  of  Table  3.  This  strategy,  designated  as  the  fixation-window 
approach,  is  constrained  in  action  space  by  the  no-revisitation  rule  and  in  state  space  by  the  com¬ 
pression  of  the  percept  into  partial-match  features.  Standard  Q-leaming  is  both  more  memory¬ 
intensive  and  has  roughly  50%  performance  penalty  (distance  or  time)  relative  to  the  fixation- 
window  approach. 


Table  3;  Experiment  results  with  action  set  A  and  frame  space 


Results  of  100  Trials  (After 
60K  Trials  of  Training) 

Distance  to  target  (pixels) 

Time  to  target  (fixations) 

Unconstrained  random 

1236.77 

616.90 

Standard  Q-leaming 

668.95 

339.26 

Fixation-window  approach 

412.08 

206.56 
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The  experiments  reported  thus  far  were  performed  in  very  noisy  environments  in  order  to  chal¬ 
lenge  the  learning  schemes.  To  determine  the  effect  of  SNR  on  these  trends,  additional  experi¬ 
ments  were  performed  using  higher  SNR.  A  comparison  field  of  view  of  a  sample  low  SNR  (-12.2 
dB,  P(black)  =  1/2)  and  higher  SNR  (-5.2  dB,  P(l>lack)=l/10)  environments  is  shown  below. 


(a)  P(black)  =  0.5  (b)  P(black)  =  0. 1 


50x50  sample  environement  with  (a)  -12.2  dB  SNR,  (b)  -5.2  dB  SNR 

Table  4  summarizes  the  results  of  experiments  at  these  two  SNR’s  and  one  intermediate  value 
formed  by  setting  P(black)  =  0.7  leading  to  -7.4  dB  SNR  In  each  reinforcement  learning  case 
bOOK  training  trials  were  employed  and  in  all  cases  the  last  300  trials  were  averaged.  Three  meth¬ 
ods  are  compared:  using  the  bare  3x3  fovea  as  the  sensor  and  reinforcement  learing  based  on  fix¬ 
ation  window  feature  (row  1),  the  modified  wide  field  of  view  sensor  (Figure  11)  with 
reinforcement  learing  based  on  fixation  window  feature  (row  2),  and  for  a  quasi-optimal  non- 
adaptive  reference,  the  modified  wide  field  of  view  sensor  with  infinite  memory  and  the  greedy- 
immediate  decision  policy  (row  3).  Note  that  at  the  high  SNR,  the  reinforcement  learning  algo¬ 
rithm  performed  almost  as  well  as  the  quasi-optimal  infinite-memory  greedy-immediate  reference 
strategy.  This  is  encouraging,  as  realistic  ATR  or  related  recognition  tasks  usually  occur  at  SNR’s 
above  0  dB,  a  level  not  required  for  good  performance  here. 


Table  4:  Experiment  Results  with  different  scene  SNRs 


Method 

-12.2  dB 
Time 

-12.2  dB 
Distance 

-7.4  dB 
Time 

-7.4  dB 
Distance 

-5.2  dB 
Time 

-5.2  dB 
Distance 

3x3  with  RL 

328.6 

627.8 

280.3 

542.6 

234.8 

458.3 

MWFOV  with  RL 

291.5 

560.8 

192.3 

373.1 

149.1 

288.5 

MWFOV  with  GI 

167.5 

338.5 

NA 

NA 

145.5 

292.3 
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Section  6:  Error  Residual  Versus  SARSA  Learning 


The  previous  sections  demonstrate  the  feasibility  and  efficacy  of  reinforcement  learning  coupled 
with  generalization  produced  by  learned  or  fixed  features  as  a  gaze  control  paradigm  for  active 
perception.  This  section  investigates  several  computational  issues  of  reinforcement  learning  with 
fiinction  approximation  within  the  context  of  behavior  learning  and  selection.  The  objective  is  to 
examine  the  relative  learning  efficiency  of  these  systems,  which  bears  on  significant  importance 
to  time-critical  applications  both  commercial  and  military. 


6.1  Reinforcement  Learning  with  Function  Approximation 

Most  reinforcement  learning  methods  for  autonomous  robots  require  the  identification  of  each 
world  state  and  look-up  table  representations  for  policies  and  value  functions  in  order  for  them  to 
converge  to  optimality.  However,  look-up  table  representations  are  fundamentally  unsuitable  for 
learning  in  most  practical  problems.  First,  the  state  space  of  real  world  problems  is  often  too  large 
to  allocate  memory  to  the  entire  state  space.  As  the  dimension  of  the  state  space  increases,  the  stor¬ 
age  requirement  becomes  intractable.  Second,  look-up  table  representations  typically  learn  the  val¬ 
ues  of  states  one  at  a  time,  and  the  value  of  one  particular  state  does  not  automatically  influence 
the  values  of  similar  states.  However,  the  state  space  of  large-scale  problems  prohibits  a  learning 
system  to  visit  all  of  the  states,  let  alone  update  each  one  repeatedly  to  determine  its  correct  value. 
Thus,  in  general  lookup  tables  do  not  scale  well  for  high  dimensional  problems  (the  curse  of  di¬ 
mensionality). 

There  are  a  variety  of  methods  that  can  represent  value  functions  more  efficiently  and  that  are  ca¬ 
pable  of  valid  generalization  [Barnhill77,Franke82,Schumaker76].  One  extreme  case  is  when  a 
closed-form  expression  can  be  found  for  the  value  function.  However,  the  problems  in  which  this 
can  be  performed  are  quite  limited,  such  as  when  the  world  model  is  linear  and  the  perfonuance 
criterion  is  quadratic.  Other  methods  settle  for  trying  to  represent  the  value  function  approximately. 
The  basic  principle  of  these  approximate  methods  is  to  trade  off  optimality  for  efficiency,  much 
like  heuristic  search  algorithms  do  in  artificial  intelligence  research.  One  approach  of  this  type  is 
to  use  a  multigrid  version  of  successive  approximation  (value  iteration)  that  proceeds  from  coarse 
to  fine  grids.  Another  approach  is  to  assume  some  underlying  functional  form  for  the  value  func¬ 
tion  and  try  to  compute  which  actual  function  of  this  form  best  fits  the  Bellman  equation  as  applied 
to  actual  data. 

The  fundamental  difficulty  with  reinforcement  learning  with  compact  function  approximation  is 
that  convergence  to  optimality,  as  in  case  of  lookup  tables,  is  no  longer  guaranteed.  When  com¬ 
bined  with  reinforcement  learning,  some  such  methods  have  been  shown  to  be  unstable  in  theory 
[Baird95,Gordon95]  and  in  practice  [BoyanMoore95].  On  the  other  hand,  other  methods  have  been 
proven  stable  in  theory  [Sutton88,Peng94]  and  very  effective  in  practice  [Lin91  ,Tesauro92].  What 
are  the  requirements  of  a  method  in  order  to  obtain  good  performance?  In  the  following  sections, 
we  analyze  two  principal  reinforcement  learning  algorithms  namely:  the  residual  gradient  algo¬ 
rithm  and  the  SARSA  algorithm,  both  of  which  can  be  shown  stable  in  theory  [TsitsiklisRoy96] 
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and  in  practice  [Sutton95]. 


6.2  Residual  Algorithms  and  SARSA 

For  a  prediction  problem  with  a  finite  number  of  states,  the  optimal  value  function  is  the  function 
that  uniquely  satisfies  the  Bellman  equation: 

F(ji-)  =  <r  +  YVCy)>  {eq.8) 

where  <>  denotes  expectation  and  y  is  a  successor  state  for  a  given  state  x.  The  Bellman  residual 
(or  error)  for  a  value  function  V  is  defined  to  be  the  difference  between  the  two  sides  of  the  Bell¬ 
man  equation  (eq.  8).  The  mean  squared  Bellman  error  for  a  prediction  problem  with  n  states  is 
thus: 

E  =  (1/n)  [<r  +  YVCy)>  -Vix)]^)  {eq.  9) 

The  residual  gradient  algorithm  [Baird95]  attempts  to  minimize  the  Bellman  error  by  performing 
gradient  descent  on  the  mean  squared  Bellman  error,  E  (eq.  9). 

For  a  detemiinistic  prediction  problem,  the  weight  change  AW,  after  a  transition  from  state  x  to 
state  y,  will  be  made  according  to: 

AW  =  -a(r+YVCv)  -  F(x))(Vj^.[yFCv)-VCx:)])  {eq.  10) 

where  a  is  the  learning  rate.  It  is  clear  that  for  a  prediction  problem  with  a  finite  number  of  states 
performing  gradient  descent  on  E  guarantees  convergence  to  a  local  minimum. 

For  a  control  problem  with  a  finite  number  of  states,  the  mean  squared  Bellman  error  will  be: 

E  =  (1/n)  (E^.  [<r  +  yViy)>  -Q{{x,a)])  {eq.  11) 

where  V(x:)  =  max^2(^»«)-  Similar  to  the  deterministic  prediction  problem,  weight  change  in  a  de¬ 
terministic  control  problem  after  a  transition  from  state  x  to  state  y  resulting  from  taking  action  a 
will  be  made  according  to: 


AW  =  -a(r+YV(y)  -  0(x,a))(V^^[Yl/Cv)-2(-^.«)])  (^<7-  ^2) 

This  will  give  rise  to  a  similar  algorithm  performing  gradient  descent  on  E  (eq.  1 1). 

It  is  important  to  note  that  the  derivation  of  (eq.  10)  and  (eq  12)  assumes  that  the  dynamics  of  the 
underlying  system  is  deterministic.  If  the  dynamics  were  stochastic,  the  residual  gradient  algorithm 
would  stilt  converge,  but  not  to  a  local  minimum  of  the  mean  squared  Bellman  error.  It  will  be 
something  else,  as  was  noted  by  Werbos  [Werbos90].  Despite  this,  it  has  been  suggested  [Baird95] 
that  the  sheer  convergence  itself  might  still  be  a  strong  argument  in  favor  of  the  algorithm  as  a  vi¬ 
able  candidate  for  solving  stochastic  prediction  or  control  problems.  We  were  curious  to  test  this 
hypothesis. 


625-9160004 


46 


A  Reinforcement  Learning  Approach  to  Control 


For  a  stochastic  problem,  update  mles  (eq.  10)  and  (eq.  12)  in  general  will  have  to  be  modified  ac¬ 
cording  to: 


Aiy  =  -a(r+YVCv)  -  n;r))(V,,[YVCv’)-n^-)]) 


and 


Aiy  =  -a(r+YVCv)  -  !2(^,fl))(V,,[YVCv')-eU«)]) 

where  v  and  y’  are  two  successor  states  of  x,  each  drawn  independently  from  the  distribution  defined 
by  the  stochastic  problem.  This  is  required  because  an  unbiased  estimator  of  the  product  of  two 
random  variables  can  only  be  obtained  by  multiplying  two  independently  generated  unbiased  esti¬ 
mators.  To  accomplish  this  a  model  of  the  problem  must  be  known,  either  a  priori  or  learned.  This 
clearly  increases  the  computational  complexity  of  the  algorithm.  In  addition,  acquiring  a  model  of 
the  world  may  prove  difficult,  if  not  impossible,  for  many  practical  applications  where  state  space 
is  continuous.  Furthermore,  given  that  model  learning  is  tractable,  the  algorithm  might  still  be  af¬ 
fected  in  undesired  ways  by  errors  in  model  acquisition,  as  shall  be  seen  in  the  following  sections. 


6.3  The  Random  Walk  Problem 

The  random  walk  problem,  shown  in  Figure  28,  is  a  simple  prediction  problem.  There  are  seven 
states  in  which  state  D  is  the  starting  state.  At  each  state  a  transition  is  made  either  to  the  left  or  to 
the  right  with  equal  probability  except  at  states  A  and  G,  where  the  state  transition  is  always  to  it¬ 
self,  i.e.,  states  A  and  G  are  absorbing.  The  short-term  reward  is  zero  for  every  transition  except 
the  one  from  state  F  to  state  G  when  the  reward  1  is  delivered.  The  objective  is  to  predict  at  each 
state  the  probability  of  reaching  state  G. 


Figure  28.  A  random  walk  problem. 

Previous  studies  [Sutton88,Sutton96]  of  the  random  walk  problem  have  used  lookup  tables  to  rep¬ 
resent  the  value  function.  In  this  experiment,  the  value  function  is  represented  by 

V(x)  =  wx 

where  w  is  a  free  parameter  or  weight,  and  x  represents  state.  That  is,  V  is  a  linear  function  of  its 
input.  States  are  encoded  by  integers  from  0  to  7  corresponding  to  states  from  A  to  G,  assuming 
values  of  states  A  and  G  are  always  zero.  Note  that  the  learning  agent  has  no  direct  knowledge  of 
what  state  it  is  in  at  each  given  moment.  Instead,  it  only  sees  the  encoding  of  the  states.  A  trial  be- 
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gins  at  state  D  and  ends  when  either  state  A  or  state  G  is  reached.  The  weight  change  is  made  after 
each  transition. 

For  the  random  walk  problem,  the  value  of  each  state  can  be  computed  exactly.  The  ideal  predic¬ 
tions  for  each  of  these  states  from  B  to  F  are:  1/6, 1/3, 1/2, 2/3,  and  5/6.  For  a  given  approximation 
V  to  the  ideal  predictions,  root  mean-squared-error  (RMSE)  can  be  computed  as  a  performance 
measure.  The  RMSE  is  computed  anew  after  every  20  backups  instead  of  a  trial,  where  a  backup 
is  defined  here  to  be  a  single  weight  update.  The  main  reason  is  objectiveness.  A  close  look  at  the 
residual  gradient  algorithm  reveals  that  the  update  rule  (eq.  10)  can  be  rewritten  as: 

AW  = -a(r+yViy)  -  y(x))(V^YV(y)+a(r+YV(y)-VW)V^(A:)) 

which  amounts  to  two  backups  in  an  update  equation,  as  opposed  one  in  SARSA  learning.  On  the 
other  hand,  since  there  is  only  one  weight  in  the  approximation  system,  trace  computation  is  neg¬ 
ligible. 


Number  of  Backups  (x20) 


Figure  29.  Performance  of  random-walk  by  SARSA,  Residual  with  a  learned 
model,  and  Residual  without  a  model. 

Figure  29  shows  the  performance  of  the  random  walk  problem  by  SARSA,  residual  gradient  with 
a  learned  model,  and  residual  gradient  without  a  model.  The  procedural  (meta)  parameters  for  these 
algorithms  are:  X  =  0.55,  a  =  0.002  (SARSA);  a  =  0.016  (residual  with  a  model);  a  =  0.02  (residual 
without  a  model).  These  curves  are  averaged  over  50  runs.  All  the  algorithms  used  the  same  initial 
random  seeds.  Figure  29  illustrates  clearly  the  superior  performance  of  the  SARSA  algorithm  over 
the  residual  gradient  algorithm.  Both  the  SARSA  and  residual  algorithms,  with  a  learned  model, 
continued  to  improve  as  learning  proceeds.  On  the  other  hand,  the  residual  gradient  algorithm  with- 
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out  a  model  failed  to  improve  even  when  the  system  was  allowed  to  run  sufficiently  long.  This  re¬ 
sult  suggests  strongly  that  for  a  stochastic  problem  a  model  is  critical,  be  it  learned  or  known  a 
priori,  for  the  residual  gradient  algorithm  to  converge  to  a  minimum  of  the  mean  square  Bellman 
error. 


6.4  The  Two  Dimensional  Stochastic  Continuous  Grid- World  Problem 

To  further  evaluate  the  relative  efficiency  of  these  algorithms,  an  experiment  was  carried  out  in  a 
two  dimensional  stochastic  continuous  grid-world  domain  shown  in  Figure  30.  In  the  grid-world, 
the  state  is  a  point.  There  are  four  actions  corresponding  to  short  steps  (length  0. 1 )  in  each  compass 
direction.  To  complicate  the  matter,  however,  each  action  has  the  probability  of  only  2/3  to  actually 
move  the  agent  in  an  intended  direction,  and  the  probability  of  1/3  in  either  perpendicular  direc¬ 
tions.  For  example,  suppose  the  agent  takes  an  action  having  an  eastward  motion.  The  probability 
that  the  agent  actually  moves  one  step  to  the  east  is  2/3.  The  agent  may  very  well  land  at  a  state  one 
step  north  or  south  from  its  current  state  with  the  probability  of  1/6. 


0  1  2 


Figure  30.  A  two  dimensional  stochastic  continuous  grid-world. 


The  start  region  is  [0, 0. 1  ]x[0.2, 0.3]  and  the  goal  region  is  [  1 .8, 2]x[  1 .0, 1 .2].  There  is  a  thin  barrier 
at  0.3x[0.1,  1.6]  that  can  not  be  crossed  by  the  agent.  Any  action  that  would  ostensibly  move  the 
agent  into  the  barrier  or  outside  the  grid-world  boundary  has  the  actual  effect  of  keeping  the  agent 
at  its  current  location.  The  short-term  reward  is  0  for  each  action  except  for  those  that  lead  to  the 
goal  region  when  a  reward  of  10  is  delivered. 
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The  agent  initially  has  no  knowledge  of  the  effect  of  its  actions  on  what  state  it  will  occupy  next, 
although  it  always  knows  its  current  state.  Loosely  stated,  the  objective  is  for  the  agent  to  discover 
a  policy  that  enables  it  to  obtain  the  maximum  rate  of  reward  received  over  time.  More  specifically, 
every  time  the  agent  occupies  the  goal  region  we  may  place  it  back  in  the  starting  region.  In  this 
case,  the  agent’s  objective  is  simply  to  discover  a  shortest  path  from  the  starting  region  to  the  goal 
region. 

All  of  these  methods  apply  more  generally  to  a  much  wide  range  of  learning  control  tasks,  in  which 
case  the  two  dimensional  continuous  grid-world  is  simply  a  conceptual  stand-in  for  the  appropriate 
abstract  state  space  for  the  actual  problem  and  the  compass  direction  moves  used  here  represent  the 
various  control  actions  available. 

The  grid- world  task  has  a  continuous  2-D  state  space  with  an  infinite  number  of  states.  To  apply 
reinforcement  learning  some  form  of  a  function  approximator  is  required.  We  used  a  set  of  four 
CMACs,  one  for  each  action.  Unlike  those  neural  networks  such  as  multi-layer  perceptrons  which 
are  global  function  approximators  in  that  each  hidden  unit  has  a  global  receptive  field,  CMACs  are 
sparse  coarse  coded  function  approximators.  In  particular,  CMACs  use  a  hashing  algorithm  to  im¬ 
plement  a  distributed  look-up  table  representation  and  a  fixed  amount  of  overlap  of  look-up  table 
weights  to  reduce  table  size  and  generalization. 


Figure  31.  CMACs  involve  multiple  overlapping  tilings  of  the  state  space. 


A  CMAC  uses  multiple  overlapping  tilings  of  the  state  space  to  produce  a  feature  representation 
for  a  final  linear  mapping  where  all  the  learning  takes  place  (Figure  31).  The  overall  effect  is  much 
like  a  RBF  network  with  fixed  radial  basis  functions,  except  that  it  is  particularly  efficient  compu¬ 
tationally.  The  significance  of  CMACs  can  be  seen  in  recent  work  [TsitsiklisRoy96].  It  is  shown 
that  for  a  fixed  set  of  tilings  (basis  functions)  from  the  CMACs,  when  coupled  with  TD(A,)  returns. 
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are  guaranteed  to  converge  to  optimality  in  the  LMS  sense.  Although  this  result  applies  only  to  pre¬ 
diction  problems,  it  does  shed  light  on  control  problems  as  well.  It  shows  us  that  for  any  approxi¬ 
mation  scheme,  convergence  cannot  be  expected  when  updates  do  not  follow  actual  sample 
trajectories. 

In  the  grid-world  problem  we  divided  the  two  state  variables  each  into  ten  evenly  spaced  intervals, 
thereby  partitioning  the  state  space  into  100  regions  or  boxes.  We  added  an  eleventh  row  and  col¬ 
umn  so  that  the  titling  could  be  offset  by  a  random  fraction  of  an  interval  without  leaving  any  state 
uncovered.  This  process  was  repeated  five  times,  each  with  a  different,  randomly  selected  offset. 
The  result  was  a  total  of  1 1  x  1 1  x  5  =  605  boxes.  The  state  at  any  moment  was  represented  by  the 
five  boxes,  one  per  tiling,  within  which  the  state  resided.  One  can  think  of  the  state  representation 
as  a  feature  vector  with  605  features,  exactly  5  of  which  are  present  at  any  point  in  time.  The  ap¬ 
proximate  action  values  are  linear  in  this  feature  representation.  Note  that  with  the  usual  choice  of 
binary  basis  functions,  the  CMAC  approximate  representation  of  the  states  results  in  a  violation  of 
the  Markov  property:  many  different  nearby  states  produce  exactly  the  same  feature  presentation. 

It  is  important  to  note  that  the  tilings  need  not  be  grids.  For  example,  to  dodge  the  “curse  of  dimen¬ 
sionality,”  a  possible  technique  is  to  ignore  some  dimensions  in  some  tilings,  i.e.,  to  use  hyperpla- 
nar  slices  instead  of  boxes.  A  second  major  technique  is  “hashing”,  or  varying  resolution,  a 
consistent  random  collapsing  of  a  large  set  of  tiles  into  a  much  smaller  set.  Through  hashing,  mem¬ 
ory  requirements  are  often  reduced  by  large  factors  with  little  loss  of  performance.  This  is  possible 
because  high  resolution  is  needed  in  only  a  small  fraction  of  the  state  space,  i.e.,  those  where  value 
functions  are  not  smooth.  Hashing  liberates  us  from  the  curse  of  dimensionality  in  the  sense  that 
memory  requirements  need  not  grow  exponentially  with  dimensionality,  but  need  merely  meet  the 
real  demands  of  the  task. 

An  E-greedy  policy  was  used  to  choose  actions,  where  8  was  set  to  0. 1 5  in  all  the  experiments.  We 
used  the  heuristic  to  ensure  sufficient  exploration.  The  initial  weights  were  set  to  lie  between  -0.1 
and  0.1 .  A  trial  begins  with  the  agent  at  a  state  in  the  starting  region  and  ends  when  a  state  in  the 
goal  region  has  been  reached.  A  starting  state  was  uniformly,  randomly  generated  from  the  starting 
region. 

We  applied  SARSA  and  residual  gradient  algorithms  to  this  task,  each  with  procedural  parameters 
selected  after  extensive  search  to  give  the  best  performance  of  each  algorithm.  Each  algorithm 
was  run  for  100  trials.  All  algorithms  used  the  same  sets  of  random  starting  states  and  the  same 
sets  of  initial  random  weights.  The  perfoimance  measure  was  the  number  of  steps  it  takes  for  the 
agent  to  reach  a  goal  state.  Because  of  the  stochastic  transition  nature,  these  steps  were  averaged 
over  10  traversals.  That  is,  after  each  trial,  the  agent  was  placed  at  a  starting  state  and  then  the 
greedy  policy  was  followed  until  a  goal  state  was  reached  or  some  maximum  number  of  steps 
(500)  was  exceeded.  This  was  done  30  times,  and  the  average  path  length  was  recorded.  This 
measure  was  then  averaged  over  1 0  rans  to  produce  the  results  shown  in  Figure  32. 
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Figure  32  Performance  of  the  continuous  grid-world  problem  by  SARSA  and 

residual  gradient  algorithms. 


Several  results  are  evident  from  Figure  32.  First,  the  SARSA  algorithm  performed  significantly 
better  than  the  residual  gradient  algorithms.  In  particular,  the  results  produced  by  the  residual  gra¬ 
dient  algorithms  assumed  a  known  model  available.  If  the  residual  gradient  algorithms  had  to  learn 
the  model  on-line,  the  results  could  have  been  worse.  In  addition,  model  learning  would  increase 
the  overall  computational  complexity  of  these  algorithms.  To  see  how  a  model  might  affect  perfor¬ 
mance,  errors  were  added  to  the  model.  In  general,  errors  may  occur  in  two  places:  one  in  state  tran¬ 
sition  estimation  and  the  other  in  transition  probability  estimation.  These  errors  always  exist, 
particularly  in  high  dimensional  or  continuous  state  spaces  where  compact  approximation  schemes 
must  be  used. 

The  performance  of  the  residual  gradient  algorithms  under  erroneous  model  conditions  is  also 
shown  in  Figure  32.  It  can  be  seen  that  the  performance  degrades  with  increasing  noise  levels.  Fur¬ 
thermore,  the  performance  showed  little  or  very  slow  improvement  as  more  trials  took  place.  This 
further  verifies  the  results  presented  in  the  previous  subsection.  It  casts  serious  doubt  on  applying 
residual  gradient  algorithms  to  solve  stochastic  Markov  decision  problems.  In  contrast,  a  model- 
free  method  such  as  SARSA  would  stand  a  much  better  chance  to  succeed  in  these  problem  do¬ 
mains. 
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Figure  34  The  value  function  computed  by  the  Residual  Gradient  algorithm 
using  a  perfect  model  after  100  trials. 
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Figure  33  plots  the  value  function  computed  by  SARSA  after  100  trials.  Similarly,  Figure  34  plots 
the  value  function  computed  by  the  residual  gradient  algorithm  using  perfect  model  information. 
Clearly,  SARSA  created  a  better  surface  than  the  residual  gradient  method.  The  large  valley  area 
in  the  middle  of  the  state  space  created  by  the  residual  gradient  algorithm  can  cause  the  agent  to 
move  in  a  wrong  direction,  which  certainly  contributes  to  the  relatively  poor  performance.  In  ad¬ 
dition,  the  same  value  function  shows  flatness  in  the  vicinity  of  the  starting  region,  which  is  in 
sharp  contrast  with  the  value  function  computed  by  SARSA.  Therefore,  a  “residual”  agent  can  take 
a  step  in  either  direction  instead  of  the  preferred  southward  direction. 

Much  more  empirical  work  is  needed  with  these  algorithms  before  a  definitive  conclusion  can  be 
drawn  about  their  relative  efficiency,  particularly  when  function  approximators  are  used.  However, 
these  experiments  do  provide  strong  evidence  for  two  points;  (1)  the  value  function  produced  by 
SARSA  is  a  better  approximation  to  the  optimal  value  function  than  that  generated  by  the  residual 
gradient  algorithm,  other  things  being  equal,  and  (2)  the  residual  gradient  algorithms  require  a 
model  in  solving  stochastic  Markov  decision  problems,  which  causes  these  methods  to  be  suscep¬ 
tible  to  unavoidable  eiTors  in  model  estimation. 


6.5  Discussions 

We  have  presented  analytical  and  empirical  studies  evaluating  the  relative  efficiency  of  SARSA 
and  residual  gradient  algorithms  using  both  prediction  and  stochastic  control  tasks.  These  studies 
provide  valuable  information  for  selecting  reinforcement  learning  methods  for  machine  vision 
gaze  control  in  commercial  settings. 

These  results  showed  consistent,  significant,  and  sometimes  large  advantages  of  SARSA  over  re¬ 
sidual  gradient  algorithms.  They  showed  that  to  be  useful  in  a  stochastic  Markov  decision  problem, 
the  residual  gradient  algorithm  must  use  model  information,  be  it  learned  or  known  a  priori.  Fur¬ 
thermore,  performance  degrades  with  decreasing  model  accuracy.  This  bears  on  the  question  of  the 
necessity  of  model  information  as  control  problems  become  non-deteiTninistic.  The  main  theoret¬ 
ical  advantage  of  the  residual  gradient  algorithm  is  that  it  converges  in  many  cases  to  a  minimum 
mean  squared  Bellman  error  solution,  particularly  when  function  approximators  are  used.  SARSA, 
on  the  other  hand,  does  not  share  this  theoretical  advantage.  In  practice,  however,  this  may  not  be 
of  great  significance.  All  of  our  experimental  results  suggest  far  better  performance  is  obtained 
with  SARSA  than  with  residual  gradient  algorithms. 
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Section  7:  Conclusions 


Active  vision  has  two  basic  components  which  are  locked  in  a  tight  feedback  loop;  image  sequence 
analysis  and  gaze  control.  Gaze  control  for  active  machine  vision  must  support  system  integrity 
and  performance  over  a  wide  range  of  operating  conditions.  This  objective  can  be  difficult  to 
achieve  due  to  several  circumstances  including  the  complexity  of  the  performance  objectives,  the 
presence  of  dynamic  uncertainty,  and  limited  a  priori  model  information.  Under  such  conditions, 
it  is  very  difficult  or  even  impossible  to  design  a  control  policy  with  fixed  properties  that  meets  the 
desired  performance  specifications.  This  report  has  addressed  the  problem  of  developing  reinforce¬ 
ment  learning  algorithms  with  computational  feasibility  as  well  as  effective  generalizing  capabili¬ 
ties  for  gaze  control  in  active  machine  vision  systems,  and  in  the  more  demanding  foveal  systems. 

The  report  began  by  giving  a  brief  introduction  to  the  field  of  reinforcement  learning,  a  branch  of 
machine  learning,  and  various  issues  associated  with  reinforcement  learning.  It  then  described  a 
particular  theoretical  framework  within  which  to  explore  efficient  computation  and  learning  gen¬ 
eralization.  The  description  of  dynamic  programming  provides  a  theoretical  basis  that  serves  both 
to  explain  the  operation  of  a  class  of  computational  procedures,  known  as  TD  methods,  and  to  re¬ 
late  them  to  existing  theories  of  prediction,  control,  and  learning.  The  report  next  presented  a  rein¬ 
forcement  learning  method,  namely  SARSA,  in  conjunction  with  recurrent  neural  networks  for 
gaze  control.  The  role  of  the  recurrent  Elman  neural  networks  is  to  provide  a  memory  mechanism 
for  learning  salient  histoiy  features.  The  efficacy  of  the  method  was  empirically  validated  in  a  to¬ 
ken  active  perception  problem. 

While  an  important  demonstration  of  concept,  reinforcement  learning  of  history  features  simulta¬ 
neous  with  learning  appropriate  valuation  functions  does  not  scale  readily  to  realistic  problems. 
Storage  can  be  a  problem,  as  the  dimension  of  the  set  of  potential  learned  features  increases  rapidly 
with  problem  scale  and  the  size  of  the  recurrent  nets  becomes  excessive.  For  realistically  scaled 
problems  convergence  time  is  also  a  potential  problem,  as  the  heirarchcal  search  for  good  features 
and  good  valuation  functions  given  the  current,  often  inadequate,  features  cannot  be  expected  to 
converge  rapidly  in  the  context  of  unguided  trial  and  error  training.  For  scaled  problems  the  attrac¬ 
tive  but  computationally  burdensome  optimal-seeking  behavior  of  learned  features  may  be  re¬ 
placed  by  heuristic  fixed  features.  Often  they  are  easily  identified,  and  many  orders  of  magnitude 
in  storage  and  convergence  time  is  saved.  This  approach  was  shown  in  a  scaled  problem  to  yield 
practical  results,  in  which  the  learned  behavior  was  shown  to  be  quasi-optimal  using  small  look¬ 
up  tables  and  less  than  10^  trials. 

Finally,  SARSA  and  Residual  Learning  were  compared  in  the  context  of  neural  generalization,  and 
SARSA  shown  to  be  uniformly  superior  for  the  tests  run.  This  is  significant  as  residual  learning 
has  certain  attractive  asymptotic-optimality  properties  not  shared  by  SARSA.  As  is  often  the  case 
in  search  theory,  asymptotic  results  are  not  necessary  useful  guides  in  finite  searches. 

In  summary,  we  conclude  that  reinforcement  learning  coupled  with  fixed  or  learned  features  is  a 
promisingly  sound  and  practical  paradigm  for  gaze  control.  Reward  and  punishment  guidance, 
generalization,  and  full  use  of  domain  knowledge  are  all  central  to  achieve  practical,  useful  results 
for  realistic  problems. 
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foveal  machine  vision.  Foveal  vision  offers  images  with  both  wide  field  of  view,  useful  for  rapid  detection, 
and  a  high  acuity  zone,  useful  for  accurate  recognition,  without  the  overhead  and  errors  inherent  in  dynamic 
registration  of  data  from  multiple  sensors.  However,  space-variant  data  acquisition  inherent  with  foveal 
retinotopologies  necessitates  deployment  of  refined  intelligent  gaze  control  techniques.  This  report  first  lays  a 
theoretical  foundation  for  reinforcement  learning.  It  then  introduces  the  SARSA  algorithm  in  conjunction 
with  history  augmentation  as  an  effective  learning  control  method  for  visual  attention.  The  system  is  shown  to 
perform  well  in  both  high  and  low  SNR  ATR  environments.  Reinforcement  learning  coupled  with  history 
features  appears  to  be  both  a  sound  foundation  and  a  practical  scalable  base  for  gaze  control. 
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